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			Extrait du fichier (au format texte) :

			BVM-E250 / BVM-E170
Professional OLED Master Monitor

Sony is proud to introduce its much-anticipated BVM-E Series of organic light-emitting diode (OLED) master monitors: the BVM-E250 Â 24.5-inch (623.4 mm, diag.) and BVM-E170 Â 16.5-inch (420.0 mm, diag.). Only Sony has the capability to develop products such as these, as the company builds on over 30 years of CRT and LCD master monitor experience in the production industry, and has created its own sophisticated OLED display devices and signal processing engines. To improve the OLED self light-emitting device, Sony incorporates its unique Super Top Emission OLED technology. The result is superb picture quality Â these new master monitors deliver outstanding black performance, quick response with virtually no motion blur, and a wide color gamut. Sony's Super Top Emission technology is a micro-cavity structure and incorporates color filters. The micro-cavity structure uses an optical resonance effect to enhance color purity and improve light-emission efficiency. In addition, the color filter of each RGB further enhances the color purity of emitted light, and reduces ambient light reflection. As well as developing the OLED display panel for this superb monitor series, Sony also developed a dedicated 12-bit output accuracy digital signal processing engine. This professional engine features a nonlinear cubic conversion color-management system that delivers stunning uniformity, smoother-than-ever gamma performance, and picture quality consistency. The combination of the Super Top Emission OLED display panel and the dedicated professional display engine justifies describing the BVM-E250 and BVM-E170 as groundbreaking, next-generation master monitors. With these cutting-edge products, Sony opens a new chapter in professional monitor history.

Preliminary

Main Features
Picture performance
Sony's Super Top Emission OLED display panel 24.5-inch (623.4 mm, diag.) and 16.5-inch (420.0 mm, diag.) full-HD (1920 x 1080) resolution OLED display panels with an RGB 10-bit panel driver Superb picture quality Â· Accurate black reproduction Â· Outstanding contrast performance in ambient light and dark environments Â· Quick response with virtually no motion blur Â· High-purity deep color reproduction and wide color gamut

Optional Accessories
BKM-16R BKM-250TG BKM-244CC BKM-243HS BKM-220D BKM-229X BKM-227W BKM-37H BKM-39H SMF-700 Monitor Control Unit 3G/HD/SD-SDI Input Adaptor (serial number 7200001 or higher) HD/SD-SDI Closed Caption Adaptor HD/SD-SDI Input Adaptor (serial number 2108355 or higher) SD-SDI 4:2:2 Input Adaptor (serial number 2100001 or higher) Analog Component Adaptor (serial number 2200001 or higher) NTSC/PAL Input Adaptor Controller Attachment Stand with tilt function for BVM-E250 Controller Attachment Stand for BVM-E170 Monitor Interface Cable

Digital signal processing
12-bit output accuracy digital signal processing Nonlinear cubic conversion color-management system Highly-accurate I/P conversion with extremely low process delay

Specifications (tentative)
BVM-E250 Picture Performance Panel Picture size (diagonal) Effective picture size (H x V) Resolution (H x V) Aspect Pixel efficiency Panel drive Panel frame rate Viewing angle (panel specification) Standard luminance Input SDI HDMI DisplayPort Option port Parallel remote Serial remote (LAN) Output SDI DC 5 V out General Power requirement Power consumption BVM-E170 OLED panel 623.4 mm (24 5/8 inches) 420.0 mm (16 5/8 inches) 543.4 x 305.6 mm (21 1/2 x 12 1/8 inches) 365.8 x 205.7 mm (14 1/2 x 8 1/8 inches) 1920 x 1080 pixels (Full HD) 16:9 99.99% RGB 10-bit 48 Hz / 50 Hz / 60 Hz / 72 Hz / 75 Hz (48 Hz, 60 Hz, and 72 Hz are also compatible with 1/1.001 frame rates) 89Â°/89Â°/89Â°/89Â° (typical) (up/down/left/right contrast > 10:1) 100 cd/m2 (preset1 to preset5) 48 cd/m2 (preset (D-Cine)) (1.0 Vp-p reference signal, 100% white signal input) BNC (x2) HDMI (x1) (HDCP correspondence, Deep Color correspondence) DisplayPort connector (x1)*1 4 ports D-sub 9-pin (female) (x1) Ethernet (10BASE-T/100BASE-TX), RJ-45 (x1) BNC (x1) Circle 4-pin (female) (x1) AC 100 V to 240 V, 1.6 A to 0.8 A, 50/60 Hz Approx. 145 W (at maximum load, the luminance compensation due to the aged deterioration included.) Approx. 72 W (input from the standard HDMI input, the default status.) 576.0 x 424.0 x 148.0 mm (22 3/4 x 16 3/4 x 5 7/8 inches) 13.0 kg (28 lb 11 oz) AC power cord (1), AC plug holder (1), Bracket (1), Operation Manual (Japanese, English, each 1), CD-ROM (1), Using the CD-ROM Manual (1) AC 100 V to 240 V, 1.4 A to 0.7 A, 50/60 Hz DC 24 V to 28 V, 4.7 A to 4.0 A Approx. 115 W (AC), 106 W (DC) (at maximum load, the luminance compensation due to the aged deterioration included.) Approx. 65 W (AC), 60 W (DC) (input from the standard HDMI input, the default status.) 436.0 x 282.4 (266.4)*2 x 214.7 mm (17 1/4 x 11 1/4 (10 1/2)*2 x 8 1/2 inches) 8.5 kg (18 lb 11 oz) AC power cord (1), AC plug holder (1), Bracket (1), Rack mount bracket (2), Operation Manual (Japanese, English, each 1), CD-ROM (1), Using the CD-ROM Manual (1)

Multi-format signal interfaces
Standard ports: 3G/HD/SD-SDI (x2), HDMITM (x1), DisplayPort (x1)*1 Optional ports for up to four optional input adaptors (see the optional accessories)

3D signal analyzing functions (3D signal input, 2D display)*2
Difference display Checkerboard display L/R switch display Horopter check display Flip H display

Other features
Inheriting beneficial features from the BVM-L series

Dimensions (W x H x D) *1 DisplayPort will be supported from the monitor software version 1.1 or later. *2 Requires the BKM-250TG 3G-SDI input adaptor (serial number 7200001 or later), sold separately. 3D signals are not displayed in stereoscopic view. Mass Supplied accessories

*1 DisplayPort will be supported from the monitor software version 1.1 or later. *2 Height without legs

Distributed by

Â©2011 Sony Corporation. All rights reserved. Reproduction in whole or in part without written permission is prohibited. Features and specifications are subject to change without notice. Screen images are simulated. The values for mass and dimension are approximate. "SONY" and "make.believe" are trademarks of Sony Corporation. HDMI is a trademark of HDMI Licensing, LLC. All other trademarks are the properties of their respective owners. The BVM-E250 and BVM-E170 are produced at Sony EMCS Corporation Tokai Tec, which has received ISO14001 Environmental Management System certification.
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								 - CuisiniÃ¨re electrique Homer Htf 1000.50 W

							

							
							
								194.97 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Centrale vapeur LAURASTAR LIFT PURE WHITE

							

							
							
								449.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Cartouche d'encre EPSON 478 (N/C/M/J/R/G) XL SÃ©rie Ecureuil

							

							
							
								144.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Refrigerateur Combine Whirlpool W5 911e Ox1

							

							
							
								479.97 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Webcam LOGITECH Brio 300 Full HD avec micro - Rose

							

							
							
								65.12 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Y5P - Noir
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								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Bol MAGIMIX 17532 Bol inox + Couteau Cook Expert

							

							
							
								219.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Micro Boomtonedj Star Sing Led

							

							
							
								13.98 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Playstation 4 Slim - 500 Go Blanche

							

							
							
								589.76 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Batteur Inox Cosylife Cl-hm300x Noir

							

							
							
								14.98 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Fer Ã  repasser PHILIPS sÃ©rie 3000 DST3010/30

							

							
							
								31.65 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - iPad 2020 - 10,2'' - 32 Go - Wifi - Argent
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								 Voir le produit
							

						

				

			

		

	





	
		
			
			Les fichiers PDF en rapport avec le site www.sony.fr

			

		

	

	

	
					

			
				
					
				

				
					HDCAM SR Workflow Guide: FilmLight (203.2 KB) - Sony

					16/02/2012 - www.sony.fr

					HDCAM-SR Workflow Guide Baselight Baselight systems provide unparalleled color grading performance and functionality for broadcast and commercials post-production. Baselight supports non-linear workflows with file-based images from disk and servers, as well as traditional workflows that source and conform images from video tape. Baselight video-based workflows have been enhanced with extended support for the HDCAM-SRTM VTRs. This support enables the following workflow changes. Capture of 4:2:2 m
				

			

			

			
				
					
				

				
					Fiche produit Sony : 52/1237382075252.pdf

					16/02/2012 - www.sony.fr

					CommuniquÃ© de presse Paris, Mercredi 04 mars 2009 Sony remporte 17 rÃ©compenses prestigieuses aux iF product design awards : Le design rÃ©putÃ© de Sony rayonne avec la remise de 17 rÃ©compenses iF product design, dont trois mÃ©dailles d'or Sony a annoncÃ© aujourd'hui l'obtention de 17 rÃ©compenses remises par l'International Forum Design (iF), parmi lesquelles trois mÃ©dailles d'or, lors d'une cÃ©rÃ©monie tenue Ã la foire du CeBit Ã Hanovre, en Allemagne. Les iF design award, qui rÃ©compensent 
				

			

			

			
				
					
				

				
					PCM-D50 Linear PCM Recorder (242.7 KB) - Sony

					16/02/2012 - www.sony.fr

					PCM-D50 Linear PCM Recorder www.sonybiz.net/media Outline Features The latest addition to Sony s family of portable audio recorders, the PCM-D50 recorder adopts many of its features and style from the highly acclaimed PCM-D1 model, including rugged construction and cool design. It s the ideal choice for making live musical, wild tracks and field recordings. Superb Recording Quality The PCM-D50 is a 96kHz/24-bit linear recorder that records in standard .WAV file format and surpasses standard DA
				

			

			

			
				
					
				

				
					Fiche produit Sony : 68/1237481993068.pdf

					16/02/2012 - www.sony.fr

					NLE Interoperability Â XDCAM EX (MP4/AVI) NLE Products XDT AMA MC : XDCAM Transfer : Avid Media Access : Main Concept MPEG Pro HD Final Cut Pro 7.0.1 Now XDT L&T XDT XDT XDT XDT XDT XDT Media Composer 5.5 Now AMA AMA AMA AMA AMA AMA AMA Vegas Pro 10.0c Now Edius Pro 5.5 Now Premiere Pro CS5 Now Availability MP4 Import AVI (DV) Import Audio 4ch (MP4) Import 1920x1080 (35Mbps) 1440x1080 (35Mbps) Operating Points ( p ) 1280x720 (35Mbps) 1440x1080 (25Mbps) Write Back to SxS Card (MP4) tbc -------- 
				

			

			

			
				
					
				

				
					SNC-CS50P Fiche produit (148.0 KB) - Sony

					16/02/2012 - www.sony.fr

					RÃ‰SUMÃ‰ DE LA SNC-CS50P La camÃ©ra rÃ©seau SNC-CS50P de Sony vous permet d'aller plus loin dans vos applications de surveillance sur IP. Sony prÃ©sente sa nouvelle camÃ©ra SNC-CS50P de la gamme de camÃ©ras rÃ©seau. Cette camÃ©ra rÃ©seau couleur est idÃ©ale pour les applications aussi diverses que la surveillance et le contrÃ´le Ã distance pour les centres commerciaux, les aÃ©roports, les entrepÃ´ts et bien d'autres. La SNC-CS50P intÃ¨gre un CCD SuperExwave!" de type 1/3 extrÃªmement sensible qu
				

			

			

			
				
					
				

				
					Fiche produit Sony : 52/1237481328752.pdf

					16/02/2012 - www.sony.fr

					Du 06 Mai au 20 Juillet 2011 DONNEZ DES COULEURS Ã€ VOTRE VAIO pour tout achat d'un ordinateur portable Sony VAIO* porteur de l'offre * Voir modalitÃ©s au dos Voir dÃ©tails de l'offre en magasin ou sur www.sony.fr/promotions OFFERTS 3 accessoires du VAIO SÃ©rie C Offre Sony VAIO Â SÃ©rie C ModalitÃ©s de l'offre Offre valable du 06 Mai au 20 Juillet 2011 inclus dans les magasins participants pour tout achat d'un ordinateur portable Sony VAIO (1) porteur de l'offre. (1) Offre valable sur les rÃ©
				

			

			

			
				
					
				

				
					Professional LCD Displays you simply can't ignore - Sony

					16/02/2012 - www.sony.fr

					Professional LCD Displays you simply can't ignore. Range Guide 2010 www.pro.sony.eu/digitalsignage PROFESSIONAL LCD DISPLAYS GXD-L65H1 GXD-L52H1 FWD-S47H1 FWD-S42H1 FWD-S42E1 KDL55EX500PAEP* KDL46EX500PAEP* KDL40EX500PAEP* KDL32EX500PAEP* Your guide to our range of innovative, feature-rich Professional LCD Displays. *UK product codes are KDL55EX503PAEP KDL46EX503PAEP KDL40EX503PAEP KDL32EX503PAEP , , , Professional LCD Displays Sony Professional displays are created based on our decades of exp
				

			

			

			
				
					
				

				
					LMD-1950MD

					17/11/2014 - www.sony.fr

					LMD-1950MD Moniteur LCD www.sonybiz.net/healthcare Sony complÃ¨te sa gamme de moniteurs mÃ©dicaux avec le nouveau LMD-1950MD, un Ã©cran LCD de 19 pouces*. Ce moniteur rÃ©pond aux normes de sÃ©curitÃ© mÃ©dicale et de compatibilitÃ© Ã©lectromagnÃ©tique nÃ©cessaires Ã une utilisation en salle d opÃ©ration. IntÃ©grant un panneau SXGA (1280 x 1024) d'une trÃ¨s grande qualitÃ©, le LMD-1950MD gÃ©nÃ¨re des images aux couleurs lumineuses et contrastÃ©es. Le moniteur est dotÃ© de la technologie X-Algori
				

			


	





	
		
			
			 
			

		

	





	
		
			
			Les vidÃ©os

			

		

		
	





	
		
			
			 
			

		

	





	
		
			
			A dÃ©couvrir

			

		

					

			
				
					
				

				
					SOLAR SERIES

					19/02/2012 - www.lg.com

					MJ-9280NS EQUIPEMENTS CapacitÃ© Programmation CavitÃ© Type d'ouverture de porte litres 32 Electronique Classique Porte abattante watts 900 OUI 5 watts 1250 MICRO-ONDES Puissance restituÃ©e Double diffuseur d'ondes Niveaux de puissance GRIL Puissance absorbÃ©e Type de rÃ©sistance VoÃ»te 1 lightwave + 1 rÃ©sistance voÃ»te CHALEUR PULSÃ‰E Puissance absorbÃ©e watts 2450 watts watts 2600 2600 
				

			

			

			
				
					
				

				
					HR TABLICA PROGRAMA 5019 301 06646

					20/03/2015 - docs.whirlpool.eu

					HR Pokazatelj Vrata otvorena  Pokazatelj Pranje u tijeku  Pokazatelj Program je zavraen  D/E/F/G B C T A S L Perilica rublja ima automatske sigurnosne funkcije koje otkrivaju i dijagnosticiraju kvarove u ranoj fazi te reagiraju na odgovarajui na
in, npr.: H Maks. kol. Etikete za rublja odr~avanje kg I } Program Temperatura Programator Tipka Start/Pauza  Tipka Temperatura  Tipka Centrifuga  (uklju
ujui i Zaustavljanje ispiranja  ) L. Eko monitor M. Tipka Pomo pri doziranj
				

			

			

			
				
					
				

				
					LED TV 16/9 - Thomson

					25/04/2018 - www.thomsontv.fr

					LED TV 16/9 FT 48FU4243C SpÃ©cifications du 48FU4243C RA RÃ©solution : 1920 X 1080 LuminositÃ© :300 cd/m2 Contraste dynamique : Mega Contrast Son : nc D PrÃªt pour la tÃ©lÃ©vision numÃ©rique haute dÃ©finition (Canal Ready *: Port CI+ compatible avec le mini-dÃ©codeur (ou module) CANAL READY permettant de recevoir les chaÃ®nes payantes du groupe CANAL+ via la TNT Connectique numÃ©rique : 2 HDMI - HDCP - 1 CMP Port USB MultimÃ©dia (vidÃ©o haute dÃ©finition, photo, musique) : 1 PÃ©ritel : 1 EntrÃ©e
				

			

			

			
				
					
				

				
					Wireless Speaker Altavoz inalÃ¡mbrico

					21/11/2016 - memorexsupport.com

					User Guide Wireless Speaker Portable RISK OF ELECTRIC SHOCK DO NOT OPEN CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER (OR BACK). NO USER-SERVICEABLE PARTS INSIDE. REFER SERVICING TO QUALIFIED SERVICE PERSONNEL. DANGEROUS VOLTAGE: The lightning Ã»ash with arrowhead symbol within an equilateral triangle is intended to alert the user to the presence of uninsulated dangerous voltage within the product s enclosure that may be of sufficient magnitude to constitute a risk of elec
				

			

			

			
				
					
				

				
					Ã¢ge 8+ attention: jouet Ã©lectrique - Hasbro

					23/03/2018 - www.hasbro.com

					ATTENTION: JOUET Ã‰LECTRIQUE Ã‚GE 35230 8+ L immersion de ce jouet peut causer un choc Ã©lectrique. DÃ©conseillÃ© aux enfants de moins de 8 ans. Comme pour tout appareil Ã©lectrique, manipulez et utilisez ce produit avec prÃ©caution pour Ã©liminer les risques de choc Ã©lectrique. Les aliments illustrÃ©s sont confectionnÃ©s avec des mÃ©langes EASY-BAKE ou des ingrÃ©dients maison. Les rÃ©sultats peuvent varier. Pour toutes questions, commentaires ou informations supplÃ©mentaires concernant le fou
				

			

			

			
				
					
				

				
					Au cÂœur de l'image

					12/03/2012 - www.nikon.fr

					Au coeur de l'image Que feriez-vous si les lois de la photographie changeaient ? Avec le lancement du nouveau Nikon D3S, les photographes professionnels du monde entier vont pouvoir pleinement reconsidÃ©rer cette question et rÃ©examiner la puissance, le potentiel et la portÃ©e que la photographie peut dÃ©sormais atteindre. Les capacitÃ©s du D3S sont si rÃ©volutionnaires que les photographes vont se retrouver face Ã un niveau de performance et de crÃ©ativitÃ© totalement nouveau, les poussant enc
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