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			Extrait du fichier (au format texte) :

			SNC-DH110

Network HD Camera --- X series

Compact and Affordable HD Security Camera
Excellent 720p HD picture quality, supporting H.264 at 30 fps 1.3 Megapixel (1280 x 960) maximum resolution Three codecs (H.264, MPEG-4, JPEG) and a dual streaming capability 1/3.8 type progressive scan CMOS sensor incorporated to realize high image quality

KEY FEATURES
Â· Compact and stylish design for discreet surveillance solution.
Â· Analog monitor output (AV mini jack). Â· Powered by PoE (Power over Ethernet) for simple installation. Â· Recording software (RealShot Manager Lite)

Â· Electrical Day/Night function to switch to Day or Night mode depending on the light level. Â· Stream Squared function to send two 4:3 aspect ratio videos in user-selectable resolutions up to SD simultaneously (Low-cost solution to replace two SD cameras located in a line).
1st Streaming VGA video of a whole

is bundled to start recording and monitoring instantly. Â· ONVIF (Open Network Video Interface Forum) Version 1.01 conformance that ensures greater interoperability and more flexibility in building multiple-vendor systems.

Example

Dual Streaming

2nd Streaming VGA video of a cropped area

Â· Intelligent Motion Detection that supports DEPA.

SPECIFICATIONS
Camera Image device Minimum illumination Number of effective pixels (H x V) Electronic shutter speed Gain control Exposure control White balance mode Lens type Horizontal viewing angle Focal length F-number Minimum objects distance Pan angle Tilt angle Camera Features Day/Night Noise reduction Image Codec image size (H x V) SNC-DH110 1/3.8 type CMOS sensor 5.0lx / AGC 30dB / 50IRE[IP] 1.3 Megapixel (1296Ã—985) 1/2s to 1/10000s Auto Auto, EV Compensation, Auto Slow Shutter Auto(ATW, ATW-PRO) , Preset, One-push WB, Manual fixed 80.7 degrees f=2.34 F2.8 500 mm Approx. 340Â° 0Â° to 57Â° Yes (electrical D/N) Yes

SYSTEM CONFIGURATION
HD monitor

SNC-DH110 Network

Network Surveillance Recorder NSR-S10 Recording Software RealShot Manager Lite

SNC-DH110 PC

1280x960, 1280x720, 1024x768, 1024x576, 768x576, 720x576, 704x576, 800x480, 720x480, 640x480, 640x368, 384x288, 352x288, 320x240, 320x192, 176x144 Video compression format H.264, MPEG-4, JPEG Codec streaming capability Dual streaming Maximum frame rate JPEG / MPEG-4 / H.264: 30fps (1280Ã—960 / 1280x720) Scene Analytics Intelligent motion detection Yes Network Protocols IPv4, IPv6, TCP, UDP, ARP, ICMP, IGMP, HTTP, HTTPS, FTP (client), SMTP, DHCP, DNS,NTP, RTP/RTCP, RTSP, SNMP (MIB-2) ONVIF conformance Yes Wireless network No Number of clients 5 Authentication IEEE802.1X Analog Video Output Signal system NTSC / PAL Interface Ethernet 10BASE-T / 100BASE-TX (RJ-45) Analog monitor output AV MiniJack Sensor input x1 General Mass 160 g (5.6 oz) *Without cable Dimensions Ã¸ 106 x 50.5 mm (Ã¸ 4 1/4 x 2 inches) Power requirements PoE IEEE802.3af compliant, class1 Power consumption 2.4 W max. Working temperature 0 Â°C to 50 Â°C (32Â°F to 122Â°F) Storage temperature -20 Â°C to +60 Â°C (-4Â°F to +140Â°F) Safety regulation UL2044, FCC 15B Class B, IC Class B, IEC60950-1, EN55022(B)+EN55024+EN50130-4, VCCI Class B, C-Tick Class B System Requirements Operating system WindowsXP, WindowsVista(32bit), Windows7(32bit) Processor Intel Core2 Duo 2 GHz or higher Memory 1 GB or more Web browser Microsoft Internet Explorer Ver6.0, 7.0, or 8.0 Firefox Ver.3.5 (Plug-in free viewer only) Safari Ver.4.0 (Plug-in free viewer only) Google Chrome Ver.4.0 (Plug-in free viewer only) Supplied Accessories CD-ROM (User's Guide, SNC Toolbox, RSM-Lite) Installation manual B&P Warranty Booklet Sensor input cable Template

DIMENSIONS
1/4

Unit: mm (inches)

Ã¸10

6 (4

)

* The SNC-DH110 includes software developed by the OpenSSL Project for use in the OpenSSL Toolkit (http://www.openssl.org/).
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		Les promotions

		
			
				
										
						
							
							
							
								
							

							
							
								 - Luminaire PHILIPS HUE W&C Perifo x3 blanc

							

							
							
								599.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - RafraÃ®chisseur d'air DELONGHI EV250WH

							

							
							
								189.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Tablette Android SAMSUNG Galaxy Tab S9FE+ 12.4 5G 128Go Gris

							

							
							
								799.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - iPhone XR - 256 Go - MRYP2ZD/A - Corail

							

							
							
								318 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - ArÃ´me LAGRANGE fraise pour yaourts

							

							
							
								10.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - CamÃ©scope 4K JVC GY-HM170E

							

							
							
								1456.97 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Cartouche d'encre CANON CLI571 XL GRIS

							

							
							
								20.50 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - DÃ©coupe KENWOOD KAX712PL DÃ©coupe aliments Spirale

							

							
							
								122.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Ecouteurs Edenwood Tws Intra 01 Blancs

							

							
							
								19.98 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - FiliÃ¨re KENWOOD AT910 010 FiliÃ¨re pour Fusilli

							

							
							
								33.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Table induction SMEG SI364BM

							

							
							
								922.00 €
							

							
							
								 Voir le produit
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								 - Chaise Gaming Konix Boruto

							

							
							
								159.94 € 139.94 €
							

							
							
								 Voir le produit
							

						

				

			

		

	





	
		
			
			Les fichiers PDF en rapport avec le site www.sony.fr

			

		

	

	

	
					

			
				
					
				

				
					RÃ©flex numÃ©rique DSLR-A550 "Le reflex 100 ... - Sony

					17/11/2014 - www.sony.fr

					Â± " 1 " 2 4 3 5 # $ . # 0 / ' & $& ( % ' - 1 ! )% * * * 6 7 # . * - * + , * 8 * # I 9 ! - 
				

			

			

			
				
					
				

				
					Fiche produit Sony : 80/1237483481680.pdf

					16/02/2012 - www.sony.fr

					The OLED advantages Wide dynamic range ensures accurate colour reproduction in dark areas Utilising Sony TRIMASTER ELTM technology, the PVM-2551MD OLED monitor is capable of reproducing pure black, faithful to the source signal. It provides superb colour reproduction, especially for dark images. This enables medical professionals to observe very subtle details in each image. For example, the faint colour differences of tissue under low-light conditions such as blood vessels, membrane and fat, ar
				

			

			

			
				
					
				

				
					Fiche produit Sony : 21/1168443955121.pdf

					16/02/2012 - www.sony.fr

					O f f i c e* * ge sin ess on al Us ic e Hom e dium B te e a u r pr i s e DLTVS1 DLTtapeTM VS1 IdÃ©al pour la sauvegarde intensive de donnÃ©es et les applications multimÃ©dia. Cartouche puissante pour les lecteurs DLT-VS160 et DLT-V4. Sony a conclu un partenariat avec Quantum, propriÃ©taire de format, pour dÃ©velopper un support dÃ©diÃ© pour le lecteur DLT VS 160 offrant une capacitÃ© de stockage de 320 Go en compressÃ© ainsi qu'un taux de transfert ultra-rapide. Chaque aspect de ces cartouches d
				

			

			

			
				
					
				

				
					Fiche produit Sony : 60/1224085742960.pdf

					16/02/2012 - www.sony.fr

					Au cinÃ©ma le 31 octobre 2008 Du 30 octobre au 31 dÃ©cembre 2008 James Bond en Haute DÃ©finition *Voir modalitÃ©s de l'offre au dos ou sur www.sony.fr/promotions. 100 remboursÃ©s pour l'achat d'un camescope Haute DÃ©finition Sony* Offre CAM James Bond ModalitÃ©s de l'offre Pour l'achat d'un camescope Haute DÃ©finition Sony* entre le 30 octobre et le 31 dÃ©cembre 2008 inclus, en France mÃ©tropolitaine et DOM-TOM, dans les magasins participant Ã l'opÃ©ration, Sony vous rembourse 100. * Offre vala
				

			

			

			
				
					
				

				
					S-Log Whitepaper - Sony

					16/02/2012 - www.sony.fr

					Sony B2B Sony Corporation S-Log within Digital Intermediate workflow designed for cinema release S-Log White Paper Version 1.12.3 1/16 Sony B2B Index 1 S-Log White Paper S-Log Characteristics ........................................................................ 3 1.1 CHANGING THE SENSITIVITY (PUSH/PULL PROCESS) ....................................... 7 Normal Sensitivity ....................................................................................................... 7 Push Process ...
				

			

			

			
				
					
				

				
					Fiche produit Sony : 11/1187079490411.pdf

					16/02/2012 - www.sony.fr

					The centre of attention Digital Signage Board BKM-FW50 If you want to get your own message across, this powerful digital signage board is perfect for showing impactful still images or video clips. Not only is it easy to install and use, it s cost effective  saving you money and time. Bring your own message to the public! This innovative technology is remarkably flexible. You can edit and save your content on an optional CompactFlash card and it will play on your digital signage instantly. In a
				

			

			

			
				
					
				

				
					Fiche produit Sony : 41/1237482298741.pdf

					16/02/2012 - www.sony.fr

					Discover the HD difference Discover the HD difference The detail and enhancement provided by our HD technology might leave you speechless HD is fast becoming the preferred choice for many Video Security installations, as the superior images provide a reassuring level of detail, regardless of the lighting conditions. But HD also offers big advantages over high resolution cameras when it comes to bandwidth and storage. Seeing is believing The most powerful way to show what our HD technology is ca
				

			

			

			
				
					
				

				
					XDCAM Station Brochure (883.4 KB) - Sony

					16/02/2012 - www.sony.fr

					XDCAM Station XDS-PD2000 XDS-PD1000 XDS-1000 Professional Media Station The XDCAM Professional Media Station for a Unique Hybrid Workflow and Wide Range of Multi-tasking Operations. Since introducing XDCAM Professional Disc products in 2003, Sony has been supporting smooth migration from tape to tapeless with user-friendly file-based operations. To accelerate operational efficiency, Sony introduced the revolutionary XDCAM EX camcorder with SxS memory cards in 2007. Like the XDCAM Professional D
				

			


	





	
		
			
			 
			

		

	





	
		
			
			Les vidÃ©os

			

		

		
	





	
		
			
			 
			

		

	





	
		
			
			A dÃ©couvrir

			

		

					

			
				
					
				

				
					LE COMPACT OUTDOOR COMPLET !

					06/03/2012 - www.pentax.fr

					OPTIO WG-2 GPS Code EAN Orange 15442 0027075213760 OPTIO WG-2 GPS Code EAN Blanc 15457 0027075213906 Dimensions Poids 122,5 x 61,5 x 29,5 mms 177g ACCESSOIRES OPTIONNELS AVANTAGES Le compact outdoor complet RÃ©sistant Ã l eau, Ã la poussiÃ¨re, au sable, aux chutes, au froid et Ã la pression Batterie rechargeable Chargeur Adaptateur Secteur Etui NÃ©oprÃ¨ne TÃ©lÃ©commande Ã©tanche Dragonne flottante Construction trÃ¨s fiable pour des prises de vues en extÃ©rieur. Vous pouvez l emmener partout av
				

			

			

			
				
					
				

				
					REFRIGERATORS AND FREEZERS PRODUCT FICHE

					20/03/2015 - docs.whirlpool.eu

					REFRIGERATORS AND FREEZERS PRODUCT FICHE BRAND NAME WHIRLPOOL COMMERCIAL CODE WHM3111 CATEGORY Freezer ENERGY EFFICIENCY CLASS A+ Energy consumption 278 kWh per year, based on standard test results for 24 hours. Actual energy consumption will depend on how the appliance is used and where it is located. FREEZER CAPACITY 311 l STAR RATING - REFRIGERATOR CAPACITY -l TEMPERATURE OF SPECIAL COMPARTMENT -Â°C FROST FREE SYSTEM No TEMPERATURE RISE TIME (h) 45 FREEZING CAPACITY (kg/24h) 20 CLIMATE CLASS 
				

			

			

			
				
					
				

				
					Broyeur Ã  cafÃ© programmable - Cuisinart

					17/05/2018 - www.cuisinart.fr

					Broyeur Ã cafÃ© programmable Programmable Coffee Grinder Instructions - Hinweise - Instructies - Istruzioni - Instrucciones DBM18E SOMMAIRE Consignes de sÃ©curitÃ©. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1. Introduction. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
				

			

			

			
				
					
				

				
					OM, TC470, TC670, TC 470, TC 670, 2010-08 - Husqvarna

					11/07/2016 - www.husqvarna.com

					
				

			

			

			
				
					
				

				
					Orange choisit le constructeur franÃ§ais Cabasse, leader ... - AwoX

					02/11/2017 - www.cabasse.com

					Montpellier, le 20 avril 2017 Orange choisit le constructeur franÃ§ais Cabasse, leader technologique en Ã©lectroacoustique - filiale du Groupe AwoX pour dÃ©velopper sa premiÃ¨re barre de son Home-cinÃ©ma Dolby Atmos destinÃ©e Ã un large public Ã°Â¨ Rendre accessible Ã tous les clients Ã©quipÃ©s d un dÃ©codeur TV Orange un son de trÃ¨s haute qualitÃ© grÃ¢ce Ã la spatialisation numÃ©rique du son sur tous les contenus reÃ§us via le dÃ©codeur TV d Orange Ã°Â¨ Une expÃ©rience stÃ©rÃ©o de haute qual
				

			

			

			
				
					
				

				
					Sur les chemins de l'innovation - Toshiba

					21/06/2016 - www.toshiba.fr

					Sur les chemins de l innovation b  ien choisir son pc portable printemps 2008 Sur les chemins de l innovation L  innovation n est pas une finalitÃ©  L  innovation est une dÃ©marche L  innovation est un Ã©tat d esprit  Quel est le rÃ´le du design 	? Est-ce l art d associer l utile Ã l agrÃ©able, de rendre l agrÃ©able utile, ou de transformer un outil indispensable en D  abord polyvalents et abordables coqueluche des fashion-addicts les plus raffinÃ©s 	? La nouvelle gamme Sat
				

			

			

			
				
					
				

				
					MFC-J880DW - Brother

					04/01/2018 - www.brother.fr

					MFC-J880DW CompacitÃ© ConnectivitÃ©s ADF NFC at your side = Ã vos cÃ´tÃ©s Imprimante multifonction jet d encre 4-en-1 MFC-J880DW Le MFC-J880DW permet d imprimer, copier, numÃ©riser et tÃ©lÃ©copier dans une imprimante multifonction compacte, incorporant le recto-verso et des fonctionnalitÃ©s avancÃ©es d utilisation : ADF Chargeur automatique de documents (ADF) Copiez et numÃ©risez rapidement depuis le chargeur de documents de 20 feuilles. Polyvalente Un introducteur manuel qui permet d impri
				

			

			

			
				
					
				

				
					MainStage 3 User Manual - Apple Inc. - Support

					27/11/2014 - manuals.info.apple.com

					MainStage 3 User Guide For OS X KKApple Inc. Copyright Â© 2013 Apple Inc. All rights reserved. Your rights to the software are governed by the accompanying software license agreement. The owner or authorized user of a valid copy of the MainStage software may reproduce this publication for the purpose of learning to use such software. No part of this publication may be reproduced or transmitted for commercial purposes, such as selling copies of this publication or for providing paid for support 
				

			

			

			
				
					
				

				
					LED TV 16/9 - the TCL-THOMSON Media center

					13/05/2016 - www.thomsontv.fr

					LED TV 16/9 42UZ7766 SpÃ©cifications du 42UZ7766 RÃ©solution : 3840x216 LuminositÃ© : 310 cd/m2 Contraste dynamique : Mega Contrast FonctionnalitÃ© d upscaling Son : StÃ©rÃ©o 2 x 8 W Processeur : Dual Core PrÃªt pour la tÃ©lÃ©vision numÃ©rique haute dÃ©finition (Canal Ready *: Port CI+ compatible avec le mini-dÃ©codeur (ou module) CANAL READY permettant de recevoir les chaÃ®nes payantes du groupe CANAL+ via la TNT Connectique numÃ©rique : 3 HDMI 2.0 ready** - 1 CMP Port USB MultimÃ©dia (vidÃ©o 
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