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			Extrait du fichier (au format texte) :

			ARCHITECT & ENGINEER SPECIFICATIONS SECTION 16780 VIDEO SURVEILLANCE SYSTEMS SNC-Z20P High Resolution Day/Night Camera with Integrated 18X Optical Zoom Lens and 10 BaseT/100 Base TX Ethernet

PART 2 PRODUCTS 2.01 CCTV / NETWORK CAMERA SPECIFICATIONS A. GENERAL REQUIREMENTS: 1. The SNC-Z20P shall be a network enabled, integrated 18X optical zoom lens color camera utilizing a 1/4 type Exwave HADTM interline transfer CCD. The camera shall have an analog video output producing better than 470 TV lines of horizontal resolution. 2. Network interface shall be via an 8-pin RJ-45 connector, 10 Base T /100 Base TX Ethernet. 3. The SNC-Z20P shall be capable of being powered over Ethernet, IEEE 802.3af standard compliant. 4. The SNC-Z20P shall utilize JPEG compression, baseline compliant YCbCr422. Compression levels shall be user selectable in 10 steps, ranging from 1/5 to 1/60 compression ratios, based on an image of 24bits per picture element (8bits each for R, G &B). 5. The SNC-Z20P shall incorporate a built-in web server, such that standard web browser Internet Explorer can be used to view the camera view without need for special viewer software. Supported operating system shall be Windows 98, 98SE, NT4.0, Me, 2000 and XP. Minimum PC requirements shall be 500MHz, PIII Processor, with 128MB RAM supporting 1024X768 True Color display capability. 6. Internet Explorer browser on the client PC shall be version 5.5 or 6.0. 7. The SNC-Z20P shall be capable of supporting up to 50 users simultaneously over the network. 8. There shall be up to 4 user level settings. Access to functions shall be determined as follows: a. User level 1 Viewing only b. User level 2 Zoom lens control, capture images c. User level 3 Trigger alarm outputs, capture images, FTP or Email image, activate alarm outputs, or save images to memory d. User level 4 All functions (Administrator) 9. Maximum frame rate capability of the SNC-Z20P over LAN shall be up to 30 frames per second on 640 X 480 capture size.

10. Image sizes shall be user selectable for the following: i. 736 x 480 ii. 640 x 480 iii. 320 x 240 iv. 160 x 12 11. The minimum slow shutter setting shall be 1 second, and the maximum at 1/10,000 sec. 12. The SNC-Z20P shall have Color and B/W mode capability. The switching between modes shall be accomplished automatically by sensing the luminance level, by time schedule, or manually by the administrator or user level 3. On B/W mode, the IR cut filter shall move away from the CCD imager, allowing the camera to fully utilize the sensitivity of the CCD in the near IR range, beyond 700 nm. 13. SNC-Z20P shall have an integral 18X Optical auto focus zoom lens. The camera shall also feature 12X digital zoom that extends the total zoom range to 216X. 14. The SNC-Z20P shall feature an Exclusive Control Mode that shall allow multiple users (up to 20) to come in queue for control of the camera. Exclusive control mode duration shall be 10 to 600 seconds. 15. The SNC-Z20P shall also incorporate an Activity Detection circuit to detect changes in luminance levels in the designated area. Detection area shall rectangular, variable in size, set by the administrator. Camera shall have 9 levels of sensitivity. 16. The SNC-Z20P shall have an 18 pin I/O interface located on rear of the base. There shall be 1 alarm/sensor input port, and 2 relay output ports, an RS-232C port and an RS-485 port. The input port shall be normally open type, active on closure. 17. The SNC-Z20 shall support RS-232C (data transparency, or VISCA protocol). 18. Network protocols supported shall be TCP/IP, ARP, HTTP, ICMP, SMTP (client), FTP (server/client), DHCP (client) and SNMP (MIB2), NTP, DNS. Network security shall be via Password (basic authentication) and IP filtering. 19. The SNC-Z20P shall be capable limiting the bandwidth on all ports from 0.5Mbps to 8Mbps. 20. The SNC-Z20 shall have an internal image memory size of 8MB for alarm buffering. 21. The SNC-Z20 shall be capable of pre and post alarm buffering. Image capture rate using the internal memory shall be up to 30 fps. 22. There shall be 1 PCMCIA type II expansion slot. It shall support the use of additional memory, or an 802.11b Wireless network card. Manufacturer recommended MemoryStickÂ® with PCMCIA memory stick adapter, Compact Flash as well as ATA HDD card shall be supported. Wireless network card supported shall be Cisco Aironet C350 series 802.11b wireless Ethernet PC card. 23. On alarm, user shall have the option of utilizing the onboard image memory area, or an attached PCMCIA memory device. Recording rate to an external memory device shall be

limited to 1 fps. Additionally, captured images on alarm may also be sent via FTP to a server. Moment of alarm image captured shall also be capable of being attached to an email, to an email address specified by the administrator. B. CAMERA LENS SPECIFICATIONS: 1. Camera lens shall have an optical zoom range of 18X. 2. Focal length range shall be 4.1mm to 73.8mm, F1.4 (wide end) to F3.0(tele end) 3. Horizontal viewing angle shall be 2.7 degrees to 48 degrees 4. Camera lens shall feature an inner focus type mechanism 5. Camera lens shall be auto-focus type, but shall be capable of being switched to manual. 6. Minimum object distance shall be factory preset for 29mm minimum on wide angle, and 800mm on maximum zoom. 7. The camera shall accept the use of 37mm diameter lens wide angle lens adapter, such as the VCL-0637H, a 0.6X optical adaptor. User shall be responsible for checking suitability or compatibility of lens extenders, other than the one specified above.

C. VIDEO-ELECTRICAL REQUIREMENTS 1. The SNC-Z20P shall accept an input voltage of either DC 12V, AC 24V or Power over Ethernet (PoE, IEEE 802.3af standard). 2. DC12V & AC24V connection shall be by means of screw terminals on the rear of the camera. 3. The scanning system shall be 525 lines, 60 fieldes/30 frames, 2:1 interlace. 4. The video output of the SNC-Z20P shall meet the EIA/NTSC standard. 5. The analog video output of the camera shall be capable of image flip to support both ceiling and desk mount applications.

6. The SNC-Z20P color camera shall require a minimum scene illumination of: Color: 0.71 lux at f1.4 (50 IRE, shutter at 1/60 sec.) B&W: 0.061 lux at F1.4 (50 IRE, shutter at 1/60 sec.) Color: 0.51 lux at f1.4 (50 IRE, shutter at 1/4 sec.) B&W: 0.011 lux at F1.4 (50 IRE, shutter at 1/4sec.)

7. Camera synchronization shall be Internal 8. The composite video output shall be 1.0 V peak to peak @ 75 ohms, sync negative via a BNC connector.

9. The video signal to noise ratio shall be more than 50dB (AGC OFF, Weight ON). 10. Video gain shall be Auto or manual with a range of Â3 to +28dB 11. White balance shall be Auto, Indoor, Outdoor, One push AWB, ATW, or manual. 12. Power consumption shall be 9W. D: MECHANICAL REQUIREMENTS: 1. Network interface shall be an 8-pin, RJ-45 connector. 2. The camera shall employ a motor driven mechanism that removes the IR cut filter position from the front of the CCD when it switches to B/W mode, On B/W mode, the IR cut filter shall move away from the CCD imager, allowing the camera to fully utilize the sensitivity of the CCD in the near IR range, beyond 700 nm. 3. I/O port shall be 18pin. 4. There shall be 1 alarm/sensor input and 2 relay outputs. Relay outputs shall be 1A, less than 24V DC isolated outputs. 5. The SNC-Z20P shall have a single (1) PCMCIA type II slot. 6. Video output connector shall be BNC type. 7. The camera mounting hole shall be Â¼" - 20. 8. The camera dimensions shall be 3-14(W) x 3-1/8(H) x 7(D) inches, 80mm (W) x 77mm (H) x 177mm (D). 9. The camera shall weigh approximately 1 lb 12 oz (800 grams). E. ENVIRONMENTAL REQUIREMENTS 1. The operating temperature shall be 32Â°F to 104Â°F (0Â°C to +40Â°C), relative humidity of 20 to 80%, non condensing. 2. Storage temperature shall be within -4Â°F to 140Â°F (-20Â°C to +60Â°C), relative humidity of 20% to 95%, non condensing. F. SUPPLIED ACCESSORIES 1. 2. 3. 4. 5. 6. CD ROM containing User guide & setup program(1) Wire Rope (1) I/O interface connector (1) Shoulder screw M4 (1) Installation manual (1) B&P Warranty card

G. OPTIONAL ACCESSORIES: 1. Memory Stick PC Card Adaptor 2. Memory Stick, 128MB 3. Wide conversion lens MSAC-PC3 MSA-128A VCL-0637H

Â©2003 Sony Electronics Inc. All rights reserved. Features and specifications subject to change without notice. Non-metric weights and measurements are approximate. SONY, Exwave HAD, Memory Stick, and Nothing Escapes Us are trademarks of Sony. Microsoft, Windows are trademarks of Microsoft Corporation
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					Fiche produit Sony : 62/1154694482762.pdf

					16/02/2012 - www.sony.fr

					Diffusion simple et Ã©conomique de contenus Carte intÃ©grÃ©e pour l affichage dynamique BKM-FW50 Cette puissante carte intÃ©grÃ©e pour l affichage dynamique est parfaite pour la diffusion d images fixes et/ou de clips vidÃ©o percutants. Non seulement elle est conviviale et d installation aisÃ©e, mais elle offre de plus un excellent rapport qualitÃ©/prix et permet la rÃ©alisation d un gain de temps et d argent. La solution idÃ©ale pour faire passer des messages personnalisÃ©s ! Cette techno
				

			

			

			
				
					
				

				
					Fiche produit Sony : 93/1237478760293.pdf

					16/02/2012 - www.sony.fr

					ENVIE DE PLUS D'INSTANTS 3D ? Du 1er juin au 30 septembre 2010 1 film 3D* + 4 jeux PS3 3D** offerts pour tout achat d'un TV 3D BRAVIA*** (1) * TempÃªte de Boulettes GÃ©antes ** Wipeout HD, Pain, Super Stardust HD, MotorStorm Pacific Rift (jeux Ã tÃ©lÃ©charger) *** KDL-40HX800, KDL-46HX800, KDL-46HX900, KDL-52HX900 et KDL-60LX900 (1) Un monde crÃ©Ã© par Sony OFFRE SONY TV 3D / 1 BLU-RAY ET 4 JEUX 3D OFFERTS ! ModalitÃ©s de l'offre Pour l'achat d'un TÃ©lÃ©viseur BRAVIA de la gamme 3D* du 1er juin
				

			

			

			
				
					
				

				
					Fiche produit Sony : 16/1133797571416.pdf

					16/02/2012 - www.sony.fr

					Guide sur la gamme de moniteurs Sony www.sonybiz.net/monitors Moniteurs LCD multiformats de rÃ©fÃ©rence et Broadcast / SÃ©rie BVM-L et PVM-L BVM-L230 : Panneau LCD WUXGA de 23 pouces (10 bits) : EntrÃ©es multiformats : Graduations colorimÃ©triques prÃ©cises : Ultra-haute uniformitÃ© de l image : Performance prÃ©cise de l image SD : Traitement vidÃ©o rapide : Modes d affichage Picture and Picture : Fonctions CinÃ©ma : Mode Entrelacement et Black Frame Insertion : UnitÃ© de commande sÃ©parÃ©e 
				

			

			

			
				
					
				

				
					Fiche produit Sony : 87/1183546397187.pdf

					16/02/2012 - www.sony.fr

					www.pro.sony.eu/promedia SOMMAIRE Historique SÃ©rie D2 PremiÃ¨re cassette vidÃ©o au monde d'enregistrement composite numÃ©rique SÃ©rie BETACAM PremiÃ¨re cassette vidÃ©o 1/2 pouce au monde pour le format BETACAM SÃ©rie HD-1 PremiÃ¨re cassette 1 pouce pour un enregistrement analogique haute dÃ©finition Soni-Tape KA PremiÃ¨re bande magnÃ©tique enregistrable japonaise V-21L Bande vidÃ©o Ã lecture hÃ©licoÃ¯dale 2 pouces pour le PV-100 (premier enregistreur cassette vidÃ©o Ã transistors au monde) KC-
				

			

			

			
				
					
				

				
					Fiche produit Sony : 42/1243238773342.pdf

					16/02/2012 - www.sony.fr

					VAIO recommande Windows VistaÂ® Ã‰dition Familiale Premium Du 1er juin au 31 juillet 2009. Pour l'achat d'un PC portable VAIO VGN-FW41ZJ Ã©quipÃ© de la technologie processeur IntelÂ® CentrinoÂ® 2 le jeu Empire: Total WarTM offert(1) Et en plus recevez(2) un casque micro Sony et une souris VAIO (1) Dans le pack de votre VAIO VGN-FW41ZJ (2) Voir modalitÃ©s de l'offre au dos tin Sony-GAMERS_100x200_OK.indd 1 15/05/09 10:40 * Joueurs VAIO recommande Windows VistaÂ® Ã‰dition Familiale Premium Offre 
				

			

			

			
				
					
				

				
					Issue 03: Tips for Improving Picture Sharpness without - Sony

					16/02/2012 - www.sony.fr

					Camera Settings To adjust CRISPENING, use the DETAIL 1 page of the PAINT menu. Issue 03 DETAIL 1 of the PAINT 1 Open menu. 00 CONTENTS Tips for Improving Picture Sharpness without Coarsening the Image TOP 01.SW STATUS 02.WHITE 03.BLACK/FLARE 04.GAMMA 05.BLACK GAMMA 06.KNEE 07.DETAIL 1 08.DETAIL 2 09.DETAIL 3 10.SKIN DETAIL Preface Increasing a camera s DETAIL LEVEL (refer to Issue 01) can effectively sharpen the picture edges of an image. However, as shown in the Before setting  image, this o
				

			

			

			
				
					
				

				
					Fiche produit Sony : 95/1172517899495.pdf

					16/02/2012 - www.sony.fr

					Sony case study Industry: RTV Country: UK 01/ 02 Sony Network Video Monitoring helps combat vandalism at local recreation grounds Background Shinfield Parish Council represents the communities of Shinfield Rise, Shinfield Village, Spencers Wood, Ryeish Green, Three Mile Cross and Grazeley, just south of Reading. It is responsible for maintaining a number of playing fields and recreation facilities in the area. `We'd tried to improve the physical security of the buildings, but they are located in
				

			

			

			
				
					
				

				
					Fiche produit Sony : 37/1192099739937.pdf

					16/02/2012 - www.sony.fr

					CommuniquÃ© de presse Paris, le 8 octobre 2007 Une nouvelle dÃ©finition de l'excellence : le vidÃ©oprojecteur BRAVIA VPL-VW200 SXRDTM Â· Â· Nouvelle technologie 1080p Full HD SXRDTM pour une luminositÃ© sans Ã©gal et un contraste renforcÃ© Mouvements fluides et naturels grÃ¢ce aux nouveaux panneaux SXRD utilisant la technologie Motionflow 100 Hz avec Dark Frame Insertion Â· Parfaite reproduction des couleurs et excellente mise au point grÃ¢ce Ã la lampe au xÃ©non et Ã l'objectif Carl Zeiss Le BR
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					Logitech HD 200a Powerline Starter Kit Logitech HD 200 ...

					05/12/2014 - www.logitech.com

					Logitech HD 200a Powerline Starter Kit Logitech HD 200 Powerline Adapter System Requirements & Support Guide System Support Guide Contents System Requirements . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 System Requirements Product Information . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 An Ethernet device with an RJ45 jack is required for installation. Contact Us . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
				

			

			

			
				
					
				

				
					P120 Product Data Sheet Rev 1.0 - Seagate

					14/04/2017 - www.seagate.com

					T166 Series CAPACITY 1 MODEL 8MB 80GB 160GB 320GB 500GB HD080GJ HD160HJ HD320KJ HD321KJ HD500LJ HD501LJ 16MB FEATURES " " " " " " " " " " " ENVIRONMENTAL SPECIFICATIONS Temperature Operating 0 ~ 60 Â°C Non-operating -40 ~ 70 Â°C Thermal Gradient (max.) 20Â°C/hr Humidity (non-condensing) Operating 5 ~ 90 % Non-operating 5 ~ 95 % 
				

			

			

			
				
					
				

				
					Remboursement - Brother

					10/06/2016 - www.brother.fr

					DU 1er DÃ‰CEMBRE 2015 AU 29 FÃ‰VRIER 2016 Souriez c est l hiver ! 80 Â¬ Jusqu Ã REMBOURSÃ‰S (1) Gamme 3 LASER COULEUR ANS DE GARANTIE OFFERTS (1) Gamme LASER MONOCHROME Gamme JET D ENCRE MFC-J4620DW (1) Voir conditions de l offre au dos HL-3150CDW MFC-9330CDW DCP-1512A " HL-L2340DW " HL-L2360DN DCP-L2500D " DCP-L2520DW " MFC-L2720DW SÃ‰LECTIONNEZ VOTRE ACHAT Jet d encre Laser Couleur 
				

			

			

			
				
					
				

				
					Electrolux Appareils Industriels

					16/04/2012 - tools.professional.electrolux.com

					Electrolux Appareils Industriels Cuiseur universel - 1 cuve 380 L La gamme comprend 3 modÃ¨les Ã gaz, Ã vapeur et Ã©lectriques avec 1 cuve de 400 litres et 2 paniers Ã basculement automatique. Cet appareil est l'idÃ©al pour la cuisson Ã l'eau de pÃ¢tes, riz, soupes, lÃ©gumes, viandes bouilles, etc. 291132 FABRICATION Â· Habillage extÃ©rieur et structure porteuse en inox AISI 304. Cuve en inox AISI 316 avec angles arrondis et tube de trop-plein. Chambre de combustion en inox AISI 309 (version Ã g
				

			

			

			
				
					
				

				
					SCP112SG8

					05/07/2012 - www.smeg.fr

					SCP112SG8 linÃ©a Four Ã©lectronique multifonction, pyrolyse, porte froide, 60 cm, gris miroir, chaleur tournante Classe Ã©nergÃ©tique A EAN13: 8017709132507 20% d'Ã©nergie en moins par rapport Ã la Classe A 12 fonctions (dont 2 de nettoyage pyrolyse) 9 recettes prÃ©programmÃ©es et 3 mÃ©moires Manettes de commande rÃ©tro Ã©clairÃ©es Programmateur Ã©lectronique : dÃ©part diffÃ©rÃ© 24 h (dÃ©part automatique) fin de cuisson avec signal sonore (le four s'arrÃªte automatiquement) 2 afficheurs digitaux
				

			

			

			
				
					
				

				
					Fiche produit - Thomson

					15/12/2016 - www.thomsontv.fr

					LCD TV 16/9 26HR3022 SpÃ©cifications clÃ©s du 26HR3022 RÃ©solution: 1366 x 768 Technologie d amÃ©lioration d image: Pure Image - Intelligent HD Engine LuminositÃ©: 450 cd/m 2 Contraste dynamique: 25 000:1 Son: StÃ©rÃ©o Nicam: 2 x 3 w Tuner (dÃ©codeur): TNT (MPEG-2), analogique Connectique numÃ©rique: 2 HDMI - CEC, 1 YPrPb PÃ©ritel: 1 EntrÃ©e PC VGA: 1 LCD TV 16/9 26HR3022 MARQUE Marque THOMSON Mise en veille automatique Menu sur Ã©cran Menu: langues IMAGE Oui Oui Bulgare\TchÃ¨que\Danois\Allem
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