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			Extrait du fichier (au format texte) :

			SNC-DH110T

Network HD Camera --- X series

Vandal-Resistant HD Security Camera
Excellent 720p HD picture quality, supporting H.264 at 30 fps 1.3 Megapixel (1280 x 960) maximum resolution Three codecs (H.264, MPEG-4, JPEG) and a dual streaming capability 1/3.8 type progressive scan CMOS sensor incorporated to realize high image quality

KEY FEATURES
Â· Compact and stylish design for discreet surveillance solution.
Â· Analog monitor output (AV mini jack). Â· Powered by PoE (Power over Ethernet) for simple installation. Â· Recording software (RealShot Manager Lite)

Â· IK10-rated vandal-resistant feature to protect the camera from destructive behaviors. Â· Electrical Day/Night function to switch to Day or Night mode depending on the light level. Â· Stream Squared function to send two 4:3 aspect ratio videos in user-selectable resolutions up to SD simultaneously (Low-cost solution to replace two SD cameras located in a line). 1st Streaming
VGA video of a whole

is bundled to start recording and monitoring instantly. Â· ONVIF (Open Network Video Interface Forum) Version 1.01 conformance that ensures greater interoperability and more flexibility in building multiple-vendor systems.

Example

Dual Streaming

2nd Streaming VGA video of a cropped area

Â· Intelligent Motion Detection that supports DEPA.

SPECIFICATIONS
SNC-DH110T Camera Image device Minimum illumination Number of effective pixels (H x V) Electronic shutter speed Gain control Exposure control White balance mode Lens type Horizontal viewing angle Focal length F-number Minimum objects distance Pan angle Tilt angle Camera Features Day/Night Noise reduction Image Codec image size (H x V) Video compression format Codec streaming capability Maximum frame rate Scene Analytics Intelligent motion detection Network Protocols ONVIF conformance Wireless network Number of clients Authentication Analog Video Output Signal system Interface Ethernet Analog monitor output Sensor input General Mass Dimensions Power requirements Power consumption Working temperature Storage temperature Vandal Resistant Safety regulation System Requirements Operating system Processor Memory Web browser 1/3.8 type CMOS sensor 5.5lx / AGC 30dB / 50IRE[IP] 1.3 Megapixel (1296Ã—985) 1/2s to 1/10000s Auto Auto, EV Compensation, Auto Slow Shutter Auto(ATW, ATW-PRO), Preset, One-push WB, Manual fixed 79 degrees f=2.34 F2.8 500 mm Approx. 340Â° 0Â° to 57Â° Yes (Electrical D/N) Yes 1280x960, 1280x720, 1024x768, 1024x576, 768x576, 720x576, 704x576, 800x480, 720x480, 640x480, 640x368, 384x288, 352x288, 320x240, 320x192, 176x144 H.264, MPEG-4, JPEG Dual streaming JPEG / MPEG-4 / H.264: 30fps (1280Ã—960 / 1280x720) Yes IPv4, IPv6, TCP, UDP, ARP, ICMP, IGMP, HTTP, HTTPS, FTP (client), SMTP, DHCP, DNS,NTP, RTP/RTCP, RTSP, SNMP (MIB-2) Yes No 5 IEEE802.1X NTSC / PAL 10BASE-T / 100BASE-TX (RJ-45) AV MiniJack x1 170 g (6 oz) *Without cable Ã¸ 106 x 56.5 mm (Ã¸ 4 1/4 x 2 1/4 inches) PoE IEEE802.3af compliant, class1 2.4 W max. 0Â° to 50 Â°C (32Â°F to 122Â°F) -20Â° to +60 Â°C (-4Â°F to +140Â°F) IK10 UL2044, FCC 15B Class B, IC Class B, IEC60950-1, EN55022(B)+EN55024+EN50130-4, VCCI Class B, C-Tick Class B WindowsXP, WindowsVista(32bit), Windows7(32bit) Intel Core2 Duo 2 GHz or higher 1 GB or more Microsoft Internet Explorer Ver6.0, 7.0, or 8.0 Firefox Ver.3.5 (Plug-in free viewer only) Safari Ver.4.0 (Plug-in free viewer only) Google Chrome Ver.4.0 (Plug-in free viewer only) CD-ROM (User's Guide, SNC Toolbox, RSM-Lite) Installation manual B&P Warranty Booklet Sensor input cable Template
* The SNC-DH110T includes software developed by the OpenSSL Project for use in the OpenSSL Toolkit (http://www.openssl.org/).

SYSTEM CONFIGURATION
HD monitor

SNC-DH110T Network

Network Surveillance Recorder NSR-S10 Recording Software RealShot Manager Lite

SNC-DH110T PC

DIMENSIONS
1/4

Unit: mm (inches)
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Supplied Accessories
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		Les promotions

		
			
				
										
						
							
							
							
								
							

							
							
								 - Tv Uhd 4k 50'' Hisense 50e63kt

							

							
							
								349.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Lot De 20 Piles Philips Aa

							

							
							
								6.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Tablette Android SAMSUNG Galaxy Tab S9FE 10.9 256Go Gris

							

							
							
								599.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Unite Centrale Fujitsu P557-i7/gtx 960m/16go/512go Reconditionne Grade Eco

							

							
							
								499.97 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Routeur Wifi ASUS gaming RT-AX59U

							

							
							
								128.92 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Galaxy S10 - 128 Go - Blanc Prisme

							

							
							
								314.36 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - TV  QLED 4K  65 164 cm - QE65Q80B 2022

							

							
							
								969 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Cartouche d'encre EPSON T3342 Cyan Premium SÃ©rie Orange

							

							
							
								15.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Radio DAB JBL Tuner 2 Noir

							

							
							
								89.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Hotte grande largeur SMEG KT100BLE

							

							
							
								1245.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Programmateur Journalier Mecanique

							

							
							
								4.49 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Galaxy A52S - 128Go - 5G - Violet

							

							
							
								555 €
							

							
							
								 Voir le produit
							

						

				

			

		

	





	
		
			
			Les fichiers PDF en rapport avec le site www.sony.fr

			

		

	

	

	
					

			
				
					
				

				
					Fiche produit Sony : 50/1207064679550.pdf

					16/02/2012 - www.sony.fr
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					Fiche produit Sony : 39/1237476885139.pdf

					16/02/2012 - www.sony.fr

					Totalement FOOT Du 6 novembre 2009 au 23 janvier 2010 Un ballon officiel PES 2010 pour l'achat d'un VAIO NW21EF ou NW21MF* OFFERT * Voir modalitÃ©s de l'offre au dos ou sur www.sony.fr/promotions Offre VAIO Â PES 2010 ModalitÃ©s de l'offre Pour l'achat d'un PC portable VAIO VGN-NW21EF/S ou VGN-NW21MF/W entre le 6 novembre 2009 et le 23 janvier 2010 inclus, en France mÃ©tropolitaine dans les magasins participants Ã l'opÃ©ration, Sony vous offre un ballon officiel PES 2010. Comment bÃ©nÃ©ficier 
				

			

			

			
				
					
				

				
					Fiche produit Sony : 76/1095156871576.pdf

					16/02/2012 - www.sony.fr

					Mairie de Clichy Ru y e SE US D19 SONY France 10, rue Morel - 92110 CLICHY TÃ©l. : 01 55 90 30 00 c Ã©ri M Pa e Ru llo Ru e To u RB BA N HE RI rice Mo ze t N328 N14 Ru D909 E RU N Stains N1 D29 N214 D24 N1 e Orgemont Ru D41 RU R LEC O LER CT R. C VI R u S i m e onn e Ru ea E Fa u Pg nn D911 RIQU e Port autonome de Paris Ã‰ y D912 e du ett IPH 19 alm PÃ‰R Ma .C D rs x rA ou AR uD R d V R. E. LE Dr U O D et du B AR nn R. Cim. des Batignolles LEV Bo OU B Rue Klo 
				

			

			

			
				
					
				

				
					HDCAM SR Workflow Guide: FilmLight (203.2 KB) - Sony

					16/02/2012 - www.sony.fr

					HDCAM-SR Workflow Guide Baselight Baselight systems provide unparalleled color grading performance and functionality for broadcast and commercials post-production. Baselight supports non-linear workflows with file-based images from disk and servers, as well as traditional workflows that source and conform images from video tape. Baselight video-based workflows have been enhanced with extended support for the HDCAM-SRTM VTRs. This support enables the following workflow changes. Capture of 4:2:2 m
				

			

			

			
				
					
				

				
					Fiche produit Sony : 14/1237478845414.pdf

					16/02/2012 - www.sony.fr

					Didacticiel de mise Ã jour M6 Replay sur BRAVIA Internet VidÃ©o Sony France, Juillet 2010 Avant d'effectuer cette recherche, vÃ©rifiez que votre tÃ©lÃ©viseur possÃ¨de bien la fonctionnalitÃ© BRAVIA Internet VidÃ©o (information disponible sur www.sony.fr) et qu'il est bien connectÃ© Ã Internet et configurÃ© convenablement. Voici la procÃ©dure Ã suivre : 1. Dans le menu principal, sÃ©lectionner le menu Â« RÃ©glages Â», puis valider l'option Â« RÃ©seau Â». 2. SÃ©lectionner Â« Actualiser le contenu 
				

			

			

			
				
					
				

				
					Fiche produit Sony : 47/1237482314647.pdf

					16/02/2012 - www.sony.fr

					SNC-DH280 Network HD Mini Dome Camera --- V Series IP66 Vandal-Reistant 1080p HD Security Camera with IR Illuminators and View-DR Excellent 1080p HD picture quality, supporting H.264 at 30 fps 3 Megapixel (1920 x 1440) maximum resolution Three codecs (H.264, MPEG-4, JPEG) and a dual streaming capability The "Exmor" CMOS sensor incorporated to realize high image quality and low noise KEY FEATURES Â· View-DR -- Sony's innovative Wide Dynamic Range technology -- to capture objects clearly and adapt
				

			

			

			
				
					
				

				
					Fiche produit Sony : 63/1237482836463.pdf

					16/02/2012 - www.sony.fr

					Sony Professional PRESS RELEASE Sony speeds up SxS PRO memory card range n Increased transfer speed up to 1.2Gbps (read & write) 9 September 2011 AMSTERDAM (IBC Booth 12.A10), 9 September, 2011: Sony Corporation has expanded its SxS PRO memory card range with a new generation which offers twice as fast writing speed than previous models. The new SxS PRO 64GB, SBP64A model, can read and write data at up to an astonishing 1.2Gbps* through an ExpressCard slot, without the need for an adapter. With 
				

			

			

			
				
					
				

				
					Fiche produit Sony : 61/1163430972961.pdf

					16/02/2012 - www.sony.fr

					Garantie SES (Semiconductor & Electronic Solutions) pour les moniteurs Sony DÃ©claration de garantie : Â« Sony United Kingdom Limited garantit que l'Ã©quipement (tel que dÃ©fini ci-aprÃ¨s) est exempt de dÃ©fauts de matÃ©riaux ou de fabrication pour la pÃ©riode indiquÃ©e dans le Tableau de garantie. Si, au cours de la pÃ©riode de garantie, l'Ã©quipement s'avÃ¨re dÃ©fectueux en raison d'un dÃ©faut de matÃ©riau(x) ou de fabrication, Sony procÃ¨dera Ã la rÃ©paration de l'Ã©quipement dÃ©fectueux conf
				

			


	





	
		
			
			 
			

		

	





	
		
			
			Les vidÃ©os

			

		

		
	





	
		
			
			 
			

		

	





	
		
			
			A dÃ©couvrir

			

		

					

			
				
					
				

				
					Consignes de sÃ©curitÃ© - Description - De'Longhi

					04/05/2017 - www.delonghi.com

					Consignes de sÃ©curitÃ© - Description Consignes fondamentales pour la sÃ©curitÃ© "	 Lisez attentivement le mode d emploi. Utilisez l appareil exclusivement pour un usage domestique, selon les indications contenues dans ce manuel et uniquement avec les accessoires fournis. Le fabricant dÃ©cline toute responsabilitÃ© quant aux dÃ©gÃ¢ts dÃ©rivant de l utilisation impropre de l appareil (par ex. aspiration de gravats, cendres, etc.). "	 "	 "	 "	 "	 "	 "	 "	 "	 "	 "	 "	 "	 "	 "	 "	 Risque de dÃ©c
				

			

			

			
				
					
				

				
					Guide de dÃ©marrage rapide en Anglais / Portugais / FranÃ§ais ... - Archos

					13/08/2016 - www.archos.com

					EN Table of contents Package contents...................................................................................................................................2 Getting started........................................................................................................................................3 Description of the device.....................................................................................................................4 Inserting SIM & Micro-SD cards...
				

			

			

			
				
					
				

				
					Eclairage LED Toshiba pour la Joconde et les salles rouges au Louvre

					23/06/2017 - www.toshiba.fr

					Le 04 juin 2013, Toshiba et le musÃ©e du Louvre franchissent une nouvelle Ã©tape de leur partenariat en rÃ©novant l'Ã©clairage de la Joconde et des salles rouges avec des solutions LED Une cÃ©rÃ©monie d'illumination a eu lieu le mardi 4 juin dans le hall NapolÃ©on du musÃ©e du Louvre, afin de cÃ©lÃ©brer la fin de la rÃ©novation de l Ã©clairage de la Joconde et des salles rouges par des luminaires LED Toshiba. Cet Ã©vÃ©nement s est dÃ©roulÃ© en prÃ©sence de M. Hidejiro Shimomitsu, Vice-prÃ©side
				

			

			

			
				
					
				

				
					1 - viewsonic logo

					01/03/2017 - www.viewsoniceurope.com

					VSD221 Smart Display Guide de l utilisateur NÂ° de modÃ¨le VS15006 Informations de conformitÃ© Veuillez lire la section suivante avant de continuer " Utilisez seulement les batteries et l adaptateur secteur fournis par le fabricant. L utilisation d accessoires non autorisÃ©s peut annuler la garantie. " Ne rangez pas votre tÃ©lÃ©phone dans des endroits oÃ¹ la tempÃ©rature est plus de 50ÂºC ou 122ÂºF. " La tempÃ©rature recommandÃ©e pour cet appareil est entre 0Â°C (32Â°F) et 35ÂºC (95Â°F). NO
				

			

			

			
				
					
				

				
					SCHEDA PRODOTTO FRIGORIFERI E CONGELATORI

					20/03/2015 - docs.whirlpool.eu

					SCHEDA PRODOTTO FRIGORIFERI E CONGELATORI MARCA Whirlpool CODICE COMMERCIALE ART 9811/A++ SF CATEGORIA Combinazione Frigorifero/ Congelatore CLASSE DI EFFICIENZA ENERGETICA A++ Consumo energetico 247 kWh annui, in base ai risultati di prove standard della durata di 24 ore. Il consumo di energia effettivo dipende dall'utilizzo dell'elettrodomestico e dal posto in cui Ã¨ installato. CAPACITÃ€ CONGELATORE 80 l PRESTAZIONI CONGELATORE (ESPRESSA IN STELLE) 4 CAPACITÃ€ FRIGORIFERO 228 l TEMPERATURA CO
				

			

			

			
				
					
				

				
					tÃ´le perforÃ©e romana - Dampere

					17/05/2016 - www.tole-perforee-sur-mesure.com

					FICHE TECHNIQUE TÃ”LES PERFORÃ‰ES www.tole-perforee-sur-mesure.com TÃ”LE PERFORÃ‰E ROMANA CATÃ‰GORIE : PERFORATION CARRÃ‰E RÃ‰FÃ‰RENCE : SPM 10207 PERFORATION: Trous carrÃ©s de 10 mm VIDE 44 % COURANT: 2000 X 1000 mm BASE: 3000 X 1500 mm MAXI: 4000 X 1500 mm MATIÃˆRE Acier noir | Acier galva Acier inox | Aluminium Sur demande: - bronze, laiton, cuivre - peinture thermolaquage ou anodisation bronze ou champagne Ã‰PAISSEUR : 2 mm et 3 mm DÃ©lai de production: 10 jours ouvrables aprÃ¨s commande et 
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