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			Extrait du fichier (au format texte) :

			SNC-DH280

Network HD Mini Dome Camera --- V Series

IP66 Vandal-Reistant 1080p HD Security Camera with IR Illuminators and View-DR
Excellent 1080p HD picture quality, supporting H.264 at 30 fps 3 Megapixel (1920 x 1440) maximum resolution Three codecs (H.264, MPEG-4, JPEG) and a dual streaming capability The "Exmor" CMOS sensor incorporated to realize high image quality and low noise

KEY FEATURES
Â· View-DR -- Sony's innovative Wide Dynamic Range technology -- to capture objects clearly and adaptively even under very harsh severe backlight or highlight conditions. IR Illuminator
(Images 1)

Â· Optical Day/Night function to switch to Day or Night mode depending on the light level. Â· XDNR (eXcellent Dynamic Noise Reduction) technology for clear images without motion blur under low illumination.

Actual Images

OFF

ON

Â· Visibility Enhancer to optimize the brightness and color reproduction of an image dynamically on a pixel-by-pixel basis while continuously adapting to the scene, within the given dynamic range. Â· Built-in IR (Infrared) illuminators to assist capturing objects in the dark even under 0 lx, up to 15 m (49 feet) away.

OFF

ON

Actual Images

Â· Powered by either AC 24V, DC 12V, or PoE (Power over Eithernet) for easy installation.
Actual images of one of Sony's HD cameras with IR illuminators.

OFF

ON

Â· Equipped with a built-in heater for continued camera operation in cold whether supported (-30 Â°C to +50 Â°C/ -22 Â°F to +122 Â°F) Â· Equipped with a BNC connector and a phono jack to instantly monitor the video while installing the camera. Â· ONVIF (Open Network Video Interface Forum) conformance that ensures greater interoperability and more flexibility in building multiple-vendor systems.

Â· IP66-rated waterproof and dust-tight feature for outdoor surveillance, or indoor where water ingress may pose an issue. Â· IK10-rated vandal-resistant feature to protect the camera from destructive behaviors. Â· Easy Focus / Easy Zoom functions for easy installation. Â· DEPA Advanced Intelligent Video and Audio Analytics to trigger an alarm, based on user-defined rules.

SPECIFICATIONS
SNC-DH280
Camera Image device Minimum illumination Number of effective pixels (H x V) Electronic shutter speed Gain control Exposure control White balance mode Lens type Zoom ratio Horizontal viewing angle Focal length F-number Minimum objects distance Powered focus Powered zoom IR illuminators Camera Features Day/Night *3 Wide-D Image enhancement Noise reduction Image Codec image size (H x V) Video compression format Codec streaming capability Maximum frame rate Audio Audio compression Scene Analytics Intelligent motion detection Rule filter Network Protocols ONVIF conformance Wireless network Number of clients Authentication Analog Monitor Output Signal system Horizontal resolution S/N ratio Interface Ethernet Analog video output Analog monitor output Sensor input Alarm output External microphone input Audio line output General Mass Dimensions Power requirements Power consumption Starting temperature Working temperature Storage temperature Ingress protection Vandal resistant Safety regulation System Requirements Operating system Processor Memory Web browser 1/2.8 type progressive scan "Exmor" CMOS sensor Color: 0.40 lx, B/W: 0 lx (IR ON) (F1.2/View-DR OFF/XDNR ON-Middle/VE OFF/AGC High/50 IRE [IP]) Approx. 3.27Megapixel (2096Ã—1561) 1s to 1/10000s Auto (3 levels) Auto, EV Compensation *1, Auto Slow Shutter *2 Auto (ATW, ATW-PRO), Preset, One-push WB, Manual Built-in Vari-focal lens Optical 2.9X (x2 Digital Zoom) 88.5 degrees to 32.3 degrees f=3.1mm to 8.9 mm F1.2 (Wide), F2.1 (Tele) 300 mm Yes (Easy Focus) Yes (Easy Zoom) Yes (Wave Length: 850nm [Typical], IR LED: 21pcs) Yes View-DR (90dB) Image enhancement Visibility Enhancer XDNR 1920 x 1440, 1600 x 1200, 1680 x 1056, 1920 x 1080, 1440 x 912, 1376 x 768, 1280 x 960, 1280 x 800, 1280 x 720, 1280 x 1024, 1024 x 768, 1024 x 576, 800 x 480, 768 x 576, 720 x 576, 704 x 576, 720 x 480, 640 x 480, 640x 368, 384 x 288, 320 x 240, 320 x 192 (H.264, MPEG-4, JPEG) H.264, MPEG-4, JPEG Dual streaming H264: 20fps (1920 x 1440) / 30fps (1920 x 1080) MPEG-4: 15fps (1920 x 1440) / 20fps (1920 x 1080) JPEG: 10fps (1920 x 1440) / 15fps (1920 x 1080) G.711/G.726 Yes (with built-in Post Filter) Yes IPv4, IPv6, TCP, UDP, ARP, ICMP, IGMP, HTTP, HTTPS, FTP (client/server), SMTP, DHCP, DNS,NTP, RTP/RTCP, RTSP, SNMP (MIB-2) Yes No 10 IEEE802.1X NTSC / PAL 600 TV lines More than 50 dB 10BASE-T / 100BASE-TX (RJ-45) BNC x 1 Phono jack x 1 x1 x2 Mini-jack (Monaural), MIC IN/LINE IN: 2.5VDC plug-in power Mini-jack (Monaural), Max output level: 1 Vrms 1400g (3 lb 1 oz) Ã¸ 166 x 119 mm (6 5/8 x 4 3/4 inches) PoE, AC24V, DC12V 29 W Max. AC24V/DC12V : -20 Â°C to +50 Â°C (-4 Â°F to +122 Â°F) PoE (IEEE802.3af) : 0 Â°C to 50 Â°C (32 Â°F to 122 Â°F) AC24V/DC12V : -30 Â°C to +50 Â°C (-22 Â°F to +122 Â°F)*4 PoE (IEEE802.3af) : -10 Â°C to +50 Â°C (14 Â°F to 122 Â°F) -20 Â°C to +60 Â°C (-4 Â°F to +140 Â°F) IP66 IK10 UL2044, FCC 15B Class A, IC Class A, IEC60950-1, EN55022(A)+EN55024+EN50130-4, VCCI Class A, C-Tick Class A Microsoft Windows XP, Windows Vista(32bit), Windows 7(32bit) Intel Core2 Duo 2 GHz or higher 1 GB or more Microsoft Internet Explorer Ver. 6.0, Ver. 7.0, Ver. 8.0 Firefox Ver.3.5 (Plug-in free viewer only) Safari Ver.4.0 (Plug-in free viewer only) Google Chrome Ver.4.0 (Plug-in free viewer only) CD-ROM (User's Guide, SNC Toolbox), Installation manual, Wire rope, M4 screw, Warranty Booklet, Template

SYSTEM CONFIGURATIONS
HD monitor

SNC-DH280 Network

Recording Server NSR-1000 Series Recording Software IMZ-NS100 Series

SNC-DH280
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		Les promotions

		
			
				
										
						
							
							
							
								
							

							
							
								 - CÃ¢ble High One 1 MÃ¨tre Usb C Noir

							

							
							
								2.98 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Cable Micro Usb 2,5m Edenwood Blanc

							

							
							
								3.98 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Probiotiques HOOVER H-Purifier - APP1

							

							
							
								24.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Onduleur Trust Ref 23326 800va

							

							
							
								79.98 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Smartphone Xiaomi Redmi Note 13 5g 256go Noir + Coque

							

							
							
								268.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Sacoche Pour Pc 13-14" High One Noir

							

							
							
								13.92 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Stroboscope Boomtonedj Double Strob

							

							
							
								29.98 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Cuit Vapeur Micro-ondes

							

							
							
								3.95 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Webcam LOGITECH C920S PRO

							

							
							
								89.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Grille-pain SMEG TSF01RGEU Cuivre

							

							
							
								199.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Smartphone Xiaomi Redmi A1 32go Bleu

							

							
							
								98.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Brossettes Lanaform La140303001 Canule Pour Jet Lanaform

							

							
							
								3.98 €
							

							
							
								 Voir le produit
							

						

				

			

		

	





	
		
			
			Les fichiers PDF en rapport avec le site www.sony.fr

			

		

	

	

	
					

			
				
					
				

				
					XC-505P Brochure - Sony

					16/02/2012 - www.sony.fr

					XC-505 XC-505P Colour Video Camera IMAGE SENSING SOLUTIONS The XC-505 and XC-505P are ultra-compact and lightweight colour video cameras incorporating a high-sensitivity, high-performance 1/3-type Super HAD II CCD. XC-505 XC-505P Features High-sensitivity Super HAD II CCD Compared to Sony's popular XC-555 camera, the XC-505 and XC-505P are equipped with several new features including one-push white balance, noise reduction (2D/3D), a built-in colour bar, DTL function, and RS-232C support. These 
				

			

			

			
				
					
				

				
					Public Displays Brochure - Sony

					16/02/2012 - www.sony.fr

					Digital Signage www.sonybiz.net Helping your customers get the message. Bring Business to Life These days, it's more important than ever to get your message across quickly and effectively to your customers. Like it or not, first impressions count and you need to make sure yours is a good one. If customers are passing you by or you find it hard getting your communications right, it's time to look into digital signage. Using latest high performance displays and eye-catching graphics, digital sign
				

			

			

			
				
					
				

				
					4200 et 5000 lumens RÃ©solution XGA VPL-FX30 - Sony

					16/02/2012 - www.sony.fr

					Projecteurs d'installation haute puissance 4200 et 5000 lumens RÃ©solution XGA www.pro.sony.eu/projectors VPL-FX30 / VPL-FX35 TrÃ¨s grande flexibilitÃ© d'installation et facilitÃ© de maintenance, le tout dans un boÃ®tier discret et Ã©lÃ©gant. Le VPL-FX30 et le VPL-FX35 offrent une impressionnante flexibilitÃ© d'installation et une facilitÃ© d'entretien en plus d'un design Ã©lÃ©gant et pour le moins discret qui se fond parfaitement dans le dÃ©cor. Ces projecteurs sont Ã©quipÃ©s d'une fonction de
				

			

			

			
				
					
				

				
					Fiche produit Sony : 18/1237478816018.pdf

					16/02/2012 - www.sony.fr

					SNC-DH120 Network HD Camera --- E series High-Quality 720p HD Security Camera Excellent 720p HD picture quality, supporting H.264 at 30 fps 1.3 Megapixel (1280 x 1024) maximum resolution Three codecs (H.264, MPEG-4, JPEG) and a dual streaming capability The "Exmor" CMOS sensor incorporated to realize high image quality and low noise Key Features Â· Easy Focus function for easy installation. Â· Optical Day/Night function to switch to Day or Night mode depending on the light level. Â· Recording so
				

			

			

			
				
					
				

				
					Fiche produit Sony : 03/1237483186103.pdf

					16/02/2012 - www.sony.fr

					DVCAMTM from Sony Choose DVCAM for Quality and Durability Sometimes you get one chance to catch the action so it makes sense to use the best possible media. For many of today's top producers and cameramen, that media is DVCAM. www.pro.sony.eu/promedia Better Quality, Higher Reliability, Safer Storage Now celebrating its 15th anniversary, DVCAM offers superior quality than consumer DV media and is one of the world's most reliable and durable digital video formats. DVCAM gives you the freedom to 
				

			

			

			
				
					
				

				
					Fiche produit Sony : 27/1239029925427.pdf

					16/02/2012 - www.sony.fr

					Camescope Haute DÃ©finition HDR-TG7 MÃ©moire Flash Interne 16 Go Design exclusif ultra-compact (230g) Produit de poche par excellence BoÃ®tier Titane avec revÃªtement anti-rayures et anti-traces Protection optimale et haute rÃ©sistance. Enregistrement Full HD (format AVCHD) sur MÃ©moire Flash 16 Go ou Memory Stick Vos souvenirs en qualitÃ© HD avec ou sans support Capteur CMOS Exmor 4 Megapixel Optique Carl Zeiss Vario Tessar Processeur BIONZ Une qualitÃ© d'image exceptionnelle GPS et cartes intÃ
				

			

			

			
				
					
				

				
					DXC-390P Brochure (315.5 KB) - Sony

					16/02/2012 - www.sony.fr

					CamÃ©ra VidÃ©o Couleur 3-CCD DXC-390P Avec de telles possibilitÃ©s, la DXC-390P est la camÃ©ra idÃ©ale pour une grande variÃ©tÃ© d'applications. La camÃ©ra DXC-390P est une camÃ©ra vidÃ©o couleur 3 CCD, 1/3 de pouces intÃ©grant un traitement numÃ©rique (DSP). Les capteurs mettent Ã profit la derniÃ¨re technologie SONY Exwave HAD qui amÃ©liore significativement la sensibilitÃ© du capteur (F8 Ã 2000 lux) tout en rÃ©duisant le niveau de smear. Disposant d'une monture C, offrant une excellente rÃ©so
				

			

			

			
				
					
				

				
					Fiche produit Sony : 91/1237475744191.pdf

					16/02/2012 - www.sony.fr

					Conditions gÃ©nÃ©rales de vente Sony France Applicables Ã compter du 15 Juillet 2009 1. Dispositions GÃ©nÃ©rales Les prÃ©sentes conditions gÃ©nÃ©rales de vente rÃ©gissent les conditions contractuelles applicables Ã toutes ventes de produits par tÃ©lÃ©phone au 09 69 365 000 (appel non surtaxÃ©) effectuÃ©es auprÃ¨s de Sony France, SociÃ©tÃ© Anonyme au capital de 122.231.495, 00 Euros, dont le siÃ¨ge social se situe au 20-26 rue Morel Â 92110 Clichy, immatriculÃ©e au registre du commerce et des so
				

			


	





	
		
			
			 
			

		

	





	
		
			
			Les vidÃ©os

			

		

		
	





	
		
			
			 
			

		

	





	
		
			
			A dÃ©couvrir

			

		

					

			
				
					
				

				
					uniFLOW - Euroland

					19/07/2018 - www.canon.fr

					ContrÃ´ler efficacement la numÃ©risation, l'impression et la copie avec uniFLOW *Bien sÃ»r vous pouvez you can* Renforcez le contrÃ´le et l'efficacitÃ© de votre environnement de numÃ©risation et d'impression. Qu'est-ce qu'uniFLOWÂ ? Ã‰volutivitÃ© quelle que soit la taille Architecture modulaire uniFLOW est une plateforme logicielle conÃ§ue pour exploiter tout le potentiel des pÃ©riphÃ©riques multifonction et optimiser votre retour sur investissement. La structure modulaire d uniFLOW et son int
				

			

			

			
				
					
				

				
					ARCHOS et le Groupe CANAL+ signent un accord de partenariat ...

					16/03/2012 - www.archos.com

					Information Presse 24 novembre 2005 ARCHOS & le Groupe CANAL+ signent un accord de partenariat dans le domaine de la tÃ©lÃ©vision nomade Ces deux sociÃ©tÃ©s franÃ§aises vont proposer aux abonnÃ©s du Groupe CANAL+ une nouvelle faÃ§on d'enregistrer leurs programmes ARCHOSTM, leader technologique et pionnier sur le marchÃ© des baladeurs vidÃ©os, et le Groupe CANAL+, leader de la tÃ©lÃ©vision Ã pÃ©age en France, ont signÃ© un accord de partenariat visant Ã proposer aux abonnÃ©s de CANAL+ et de CANAL
				

			

			

			
				
					
				

				
					UM3416-1

					05/07/2012 - www.smeg.fr

					UM3416-1 SMEG ELITE Evier encastrable sous plan, 1 cuve et 1/2, 58 cm, inox Meuble sous-Ã©vier minimum 60 cm EAN13: 8017709081140 Inox brossÃ© 1 cuve 34 x 40 cm + 1 cuvette 16,5 cm dÃ©bordement LivrÃ© avec bondes, brides de fixation Profondeur grande cuve 18 cm Bondes Ã˜ 90 Trop-plein anti- NB : mitigeurs en option, consultez la gamme dans la famille "Mitigeurs" Options CB34 - Planche Ã dÃ©couper en bois, 34 cm DB34 - Panier en inox pour cuve de 34 cm KITSTR - Kit de vidage automatique 1 cuve KI
				

			

			

			
				
					
				

				
					instrucciones de seguridad - Husqvarna

					21/10/2016 - www.husqvarna.com

					Operator s manual: It is the owner s responsibility to ensure that all operators of this machine have read and understand the content of this manual before using the product! Careless or improper use of this machine can cause serious or even fatal injury! Allow only competent adults to operate this machine! Manual del operador: Lea cuidadosamente estas instrucciones y asegÃºrese de que las comprende bien antes de usar el TR 36 / TR 48. Manuel d utilisation: Veuillez lire attentivement ces ins
				

			

			

			
				
					
				

				
					BD660 Lecteur Blu-ray

					19/02/2012 - www.lg.com

					Lecteur Blu-ray BD660 Lecture des films Bluray 3D (HDMI version 1.4) AccÃ¨s aux contenus multimÃ©dia on-line (CanalPlay, Youtube, Picasa & Accuweather) Support des protocoles DLNA/CIFS Lecture des formats HD: MKV & DivX HD Port USB Compatible Disque dur externe (NTFS/FAT) Lecteur Blu-ray BD660 1080P 162Mhz / 12 bit Oui Oui Oui MEDIA SUPPORTÃ‰S Bluray 3D Bluray BD-RE DVD DVD Ram CD Oui Oui Oui Oui nc Oui FORMAT VIDÃ‰O MPEG2 MPEG4 AVC ( H.264) DivX DivX HD MKV AVC HD WMV Oui Oui Oui Oui Oui 
				

			

			

			
				
					
				

				
					MN6 Symbian FR

					09/05/2012 - www.navigon.com

					Manuel utilisateur MobileNavigator 6 Juillet 2006 Impressum NAVIGON AG Berliner Platz 11 8 D-97080 WÃ¼rzburg Les prÃ©sentes informations peuvent Ãªtre modifiÃ©es Ã tout moment, sans publication ou avertissement prÃ©alable. Le prÃ©sent manuel ou des extraits de celui-ci, quel que soit le but poursuivi, ne peuvent Ãªtre reproduits qu'avec l'autorisation formelle de NAVIGON AG Ils ne peuvent pas non plus Ãªtre transmis sous forme Ã©lectronique ou mÃ©canique. Cette interdiction s'applique Ã©galemen
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