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			Extrait du fichier (au format texte) :

			HXC-100

HD/SD System Camera

HXCU-100
Camera Control Unit

Opening a New World of HD Production
Over the years, Sony's standard-definition (SD) and high-definition (HD) production cameras have been widely accepted by a great number of video professionals around the world, due to their excellent picture performance and system versatility. Sony is now proud to introduce the new HXC-100 HD/SD System Camera equipped with newly developed digital triax technology, which allows systems to be configured with conventional triax. The HXC-100 camera supports versatile applications for HD with a high-quality SD output. It uses the latest 14-bit A/D conversion circuit as well as the superb 2/3-inch Power HADTM FX CCDs to bring out high picture quality. Together with the highly compact 1.5 RU HXCU-100 Camera Control Unit and a remote control panel from Sony, the HXC-100 camera offers a fairly simple system. With a variety of beneficial functions packed into the camera, such as its Focus Assist function, the HXC-100 provides genuine user-friendliness.

2

Excellent Picture Quality
Sophisticated Power HAD FX CCD
The HXC-100 camera is equipped with field-proven 2/3-inch type full-resolution 1920 x 1080 HD Power HAD FX CCDs. Due to Sony's advanced sensor technologies, the CCD imager offers a high sensitivity of F10 for 59.94 Hz and F11 for 50 Hz with high signal-to-noise ratios (S/N) of -55 dB (HD) and -65 dB (NTSC)/ -63 dB (PAL). All of these excellent features capture high-quality pictures in all kinds of demanding shooting environments. In addition to the camera's high performance, a wide range of capturing modes are available including 1080/50i, 1080/59.94i, 720/50P 720/59.94P 576/50i, and 480/59.94i. , ,

High-quality 14-bit A/D Conversion and DSP LSI
The HXC-100 camera incorporates a highperformance 14-bit A/D converter that enables images captured by the high-performance CCDs to be processed with maximum precision. Also, the newly incorporated Auto Lens Aberration Compensation function can optimize lens performance to provide stunning picture quality.

Smart System
Digital Triax Operation
The HXC-100 camera utilizes a very high-quality digital triax system that expands its operability in field applications, as well as for studio production. The HXC-100's digital triax system can be integrated into conventional triax-based infrastructures, enabling an easy upgrade from existing systems. The newly developed digital triax transmission system offers long cable runs of up to 1200 m (3937 feet)* via Ã¸14.5 mm cable between the camera and the CCU.
* The maximum cable length depends on the camera system configuration, lens type, and the number of cable connections.

Simple system configuration - HXCU-100
The HXC-100 camera offers flexible configuration with the highly compact 1.5 RU-size HXCU-100 Camera Control Unit, creating a standardized 19-inch rack system that is ideal for space-limited production areas. Combined with the HXCU-100, the HXC-100 can be configured as a simple studio system. Equipped with the latest Sony-developed digital transmission technology, the HXCU-100 can transmit high-resolution pictures between the camera and CCU, regardless of the cable length. The HXCU-100 features flexible interfaces of selectable inputs/outputs between HD-SDI and SD-SDI. What's more, the optional HKCU-FP1 CCU Front Control Panel is also available. When the front panel of the HXCU-100 is replaced with the HKCU-FP1, a simple remote control system can be configured. Many functions of the camera can be controlled by the control knobs and switches on the HKCU-FP1.

Smart Camera Interfaces
The HXC-100 camera provides a wide range of inputs and outputs via the connector panel such as HD-SDI output, SD-SDI output, VF signal, return signal, and SDI Prompter signal. What's more, an intercom channel (ENG/PROD) is also provided.

HXCU-100

HXCU-100 with optional HKCU-FP1
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Operating Versatility
Robust Design
In order to survive the stresses of professional use, the main chassis of the HXC-100 is made of a magnesium-alloy casting. This rigid body makes the camera highly durable and helps to protect its lightweight precision components such as the integrated optical and electronics. In addition, the outside cover panel is designed as a dual structure consisting of a main structure and a cover part. Due to this revolutionary structure, the cover can be replaced easily if damaged, thereby protecting the value of your asset.

Focus Assist Functions
For easier focusing through the viewfinder, two types of focus assist functions are newly incorporated to the HXC-100 Series: Viewfinder Detail and Focus Assist Indicator. To intuitively recognize a focusing point, users of the camera can add dedicated image-enhancing edge signals directly to the viewfinder as "Viewfinder Detail". The "Focus Assist Indicator" is a helpful tool for manual focus adjustments as a "focus meter". An indicator is displayed at the bottom or other positions of the viewfinder frame, enabling users to make more accurate and fine focus adjustments.

Optimized Handle Shape for Stable Shooting
The newly designed carrying handle enhances the camera's operability. A protrusion positioned on the front of the handle enables users to hold the camera with added stability while shooting. In addition, the non-slip structure of its lower surface helps users to grasp the handle firmly.

Function-assignable Switches
Magnesium-alloy casting body

Position-adjustable Shoulder Pad
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								 - Multicuiseur Moulinex Cookeo 180 Recettes Rouge Ce85b510

							

							
							
								197.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Lave linge sÃ©chant hublot LG F214WT8GRBE Washtower

							

							
							
								2099.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Micro ondes encastrable SAMSUNG MS22M8274AM

							

							
							
								364.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - iPhone 7 - 128 Go - Argent

							

							
							
								151.81 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - RÃ©frigÃ©rateur 1 porte encastrable SMEG S4L090F

							

							
							
								659.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Plat au four PEUGEOT rectangulaire 25 cm Ecru

							

							
							
								27.45 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - RÃ©frigÃ©rateur 1 porte encastrable MIELE K 7733 E

							

							
							
								1485.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Chambre Ã€ Air Tnb Pour Trottinette 10"

							

							
							
								10.96 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Tiroir Chauffant SMEG CPRT115G

							

							
							
								799.00 €
							

							
							
								 Voir le produit
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								 - Lave vaisselle 60 cm WHIRLPOOL WFO3T133P6.5X 6Ã¨me SENS

							

							
							
								679.00 € 549.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Ampoule connectÃ©e PHILIPS HUE White E14 SphÃ©rique

							

							
							
								19.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Multiprise Tnb 2 En 1 Blanc
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								 Voir le produit
							

						

				

			

		

	





	
		
			
			Les fichiers PDF en rapport avec le site www.sony.fr

			

		

	

	

	
					

			
				
					
				

				
					Mode d'emploi

					22/02/2018 - www.sony.fr

					4-236-189-23(1) Compact AV System Mode d emploi DAV-S800 Â© 2001 Sony Corporation AVERTISSEMENT Pour prÃ©venir tout risque d incendie ou d Ã©lectrocution, garder cet appareil Ã l abri de la pluie et de l humiditÃ©. N installez pas l appareil dans un endroit confinÃ© comme une bibliothÃ¨que ou une armoire. Pour prÃ©venir tout risque d incendie, ne recouvrez pas les orifices de ventilation de l appareil avec des journaux, des nappes, des rideaux, etc. Ne placez pas non plus de bougies al
				

			

			

			
				
					
				

				
					Fiche produit Sony : 87/1237478764487.pdf

					16/02/2012 - www.sony.fr

					PrÃªt Ã€ VIVrE lEs sEnsatIons 3D CHEZ VoUs ? 300 (1) Du 1er Juin au 3 AoÃ»t 2010 e remboursÃ©s pour l'achat d'un lecteur ou d'un Home CinÃ©ma Blu-ray 3D et d'un TV BRAVIA 3D Achat d'un lecteur ou d'un Home CinÃ©ma Blu-ray 3D : BDV-F500 ou BDV-F700 ou BDP-S570 ou BDP-S470 et d'un TV BRAVIA 3D : KDL-40HX800 ou KDL-46HX800 ou KDL-46HX900 ou KDL-52HX900 ou KDL-60LX900. (1) Un monde crÃ©Ã© par Sony OFFRE SONY/TV 3D - 300 REmbOuRSÃ©S ModalitÃ©s de l'offre Pour l'achat d'un lecteur ou d'un Home CinÃ©m
				

			

			

			
				
					
				

				
					CommuniquÃ© de presse - Sony

					17/11/2014 - www.sony.fr

					 " " !" # $% & $' ( ) ( * !" # (+ ,( * !" # $- . /0( + " # 1$ % 2 $ 1 % ' ) + !" # 4 5 " " !" ! # ! $ % $ 3 $ " " & ' $ " !" # 
				

			

			

			
				
					
				

				
					Fiche produit Sony : 36/1189437949536.pdf

					16/02/2012 - www.sony.fr

					CommuniquÃ© de presse Paris, le 05 Octobre 2007 SONY LIBERE DES CENTAINES DE LAPINS MULTICOLORES A NEW-YORK POUR PROMOUVOIR LA HAUTE DEFINITION AprÃ¨s avoir fait tomber une pluie de balles rebondissantes sur San Francisco et recouvert Glasgow de peinture, Sony libÃ¨re dans les rues de New York des centaines de lapins aux couleurs Ã©clatantes dans le cadre de sa plus ambitieuse campagne de publicitÃ© Ã ce jour. Ce spot TV baptisÃ© Â« Play-Doh Â», pour lequel des centaines de personnages surrÃ©els
				

			

			

			
				
					
				

				
					Fiche produit Sony : 57/1237480436257.pdf

					16/02/2012 - www.sony.fr

					VidÃ©oprojecteurs VPL sÃ©rie E VidÃ©oprojecteurs VPL-EX100, VPL-EX120, VPL-EX145, VPL-EX175, VPL-EW130 Protection de l'environnement, coÃ»t de fonctionnement global rÃ©duit et facilitÃ© d'utilisation Les vidÃ©oprojecteurs VPL sÃ©rie E de Sony ont Ã©tÃ© spÃ©cialement conÃ§us pour garantir un coÃ»t de fonctionnement global rÃ©duit et prÃ©sentent des caractÃ©ristiques Ã©cologiques, Ã savoir une lampe durable et une faible consommation Ã©lectrique. Le VPL-EW130 prÃ©sente des images nettes et dynamiq
				

			

			

			
				
					
				

				
					Professional Monitor Line-up Chart Professional Monitor Line - Sony

					16/02/2012 - www.sony.fr

					Professional Monitor Line-up PVM-2541 PVM-1741 PVM-740 LMD-4251TD LMD-2451TD LMD-2451W LMD-1751W LMD-2341W LMD-1541W LMD-940W LMD-1530W LMD-2110W LMD-1510W Optional Accessories Panel type Picture size (viewable area, measured diagonally) Resolution (pixels) Aspect ratio Panel drive / Colours Input interface Composite Y/C RGB / Component SD-SDI HD/SD-SDI 3G/HD/SD-SDI HDMITM DVI-D HD15 Audio External sync Option slot Output interface Composite Y/C RGB / Component SD-SDI HD/SD-SDI 3G/HD/SD-SDI Exte
				

			

			

			
				
					
				

				
					Fiche produit Sony : 84/1128075120384.pdf

					16/02/2012 - www.sony.fr

					LISTE DES PARTENAIRES SERVICE Partenaires Service Sony LTZ ELECTRONIQUE ELECTRONIQUE SERVICE MEDITERRANEE SATELEC-ETEC TECH SERVICE TEKNO TEMPS ELECTRONIQUE SERVICE LANGUEDOC SATELEC-ETEC ELECTRONIC SERVICE PLUS SATELEC-ETEC SATELEC-ETEC CTR DRAKO SATELEC-ETEC AMPLITUDE SBE STR AUVERGNE STAV'E ELECTRO-TECH VOIR APCMS SAVITELE LM3S ALERT TECHNIK TÃ©lÃ©viseurs DVD VHS Hifi Audio CD, MD Auto Radio Camescope Analogique Camescope numÃ©rique Appareil photo compact Walkman numÃ©rique Appareil photo rÃ©
				

			

			

			
				
					
				

				
					Fiche produit Sony : 03/1237483186103.pdf

					16/02/2012 - www.sony.fr

					DVCAMTM from Sony Choose DVCAM for Quality and Durability Sometimes you get one chance to catch the action so it makes sense to use the best possible media. For many of today's top producers and cameramen, that media is DVCAM. www.pro.sony.eu/promedia Better Quality, Higher Reliability, Safer Storage Now celebrating its 15th anniversary, DVCAM offers superior quality than consumer DV media and is one of the world's most reliable and durable digital video formats. DVCAM gives you the freedom to 
				

			


	





	
		
			
			 
			

		

	





	
		
			
			Les vidÃ©os

			

		

		
	





	
		
			
			 
			

		

	





	
		
			
			A dÃ©couvrir

			

		

					

			
				
					
				

				
					Logitech HD 200a Powerline Starter Kit Logitech HD 200 ...

					05/12/2014 - www.logitech.com

					Logitech HD 200a Powerline Starter Kit Logitech HD 200 Powerline Adapter System Requirements & Support Guide System Support Guide Contents System Requirements . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 System Requirements Product Information . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 An Ethernet device with an RJ45 jack is required for installation. Contact Us . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
				

			

			

			
				
					
				

				
					P120 Product Data Sheet Rev 1.0 - Seagate

					14/04/2017 - www.seagate.com

					T166 Series CAPACITY 1 MODEL 8MB 80GB 160GB 320GB 500GB HD080GJ HD160HJ HD320KJ HD321KJ HD500LJ HD501LJ 16MB FEATURES " " " " " " " " " " " ENVIRONMENTAL SPECIFICATIONS Temperature Operating 0 ~ 60 Â°C Non-operating -40 ~ 70 Â°C Thermal Gradient (max.) 20Â°C/hr Humidity (non-condensing) Operating 5 ~ 90 % Non-operating 5 ~ 95 % 
				

			

			

			
				
					
				

				
					Remboursement - Brother

					10/06/2016 - www.brother.fr

					DU 1er DÃ‰CEMBRE 2015 AU 29 FÃ‰VRIER 2016 Souriez c est l hiver ! 80 Â¬ Jusqu Ã REMBOURSÃ‰S (1) Gamme 3 LASER COULEUR ANS DE GARANTIE OFFERTS (1) Gamme LASER MONOCHROME Gamme JET D ENCRE MFC-J4620DW (1) Voir conditions de l offre au dos HL-3150CDW MFC-9330CDW DCP-1512A " HL-L2340DW " HL-L2360DN DCP-L2500D " DCP-L2520DW " MFC-L2720DW SÃ‰LECTIONNEZ VOTRE ACHAT Jet d encre Laser Couleur 
				

			

			

			
				
					
				

				
					Electrolux Appareils Industriels

					16/04/2012 - tools.professional.electrolux.com

					Electrolux Appareils Industriels Cuiseur universel - 1 cuve 380 L La gamme comprend 3 modÃ¨les Ã gaz, Ã vapeur et Ã©lectriques avec 1 cuve de 400 litres et 2 paniers Ã basculement automatique. Cet appareil est l'idÃ©al pour la cuisson Ã l'eau de pÃ¢tes, riz, soupes, lÃ©gumes, viandes bouilles, etc. 291132 FABRICATION Â· Habillage extÃ©rieur et structure porteuse en inox AISI 304. Cuve en inox AISI 316 avec angles arrondis et tube de trop-plein. Chambre de combustion en inox AISI 309 (version Ã g
				

			

			

			
				
					
				

				
					SCP112SG8

					05/07/2012 - www.smeg.fr

					SCP112SG8 linÃ©a Four Ã©lectronique multifonction, pyrolyse, porte froide, 60 cm, gris miroir, chaleur tournante Classe Ã©nergÃ©tique A EAN13: 8017709132507 20% d'Ã©nergie en moins par rapport Ã la Classe A 12 fonctions (dont 2 de nettoyage pyrolyse) 9 recettes prÃ©programmÃ©es et 3 mÃ©moires Manettes de commande rÃ©tro Ã©clairÃ©es Programmateur Ã©lectronique : dÃ©part diffÃ©rÃ© 24 h (dÃ©part automatique) fin de cuisson avec signal sonore (le four s'arrÃªte automatiquement) 2 afficheurs digitaux
				

			

			

			
				
					
				

				
					Fiche produit - Thomson

					15/12/2016 - www.thomsontv.fr

					LCD TV 16/9 26HR3022 SpÃ©cifications clÃ©s du 26HR3022 RÃ©solution: 1366 x 768 Technologie d amÃ©lioration d image: Pure Image - Intelligent HD Engine LuminositÃ©: 450 cd/m 2 Contraste dynamique: 25 000:1 Son: StÃ©rÃ©o Nicam: 2 x 3 w Tuner (dÃ©codeur): TNT (MPEG-2), analogique Connectique numÃ©rique: 2 HDMI - CEC, 1 YPrPb PÃ©ritel: 1 EntrÃ©e PC VGA: 1 LCD TV 16/9 26HR3022 MARQUE Marque THOMSON Mise en veille automatique Menu sur Ã©cran Menu: langues IMAGE Oui Oui Bulgare\TchÃ¨que\Danois\Allem
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