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			PMW-350 Series PMW-320 Series
Solid-State Memory Camcorder

Two powerful new XDCAM EXTM shoulder camcorders  boost your creativity; smooth your DVCAMTM transition
Two long-awaited shoulder camcorders have joined the XDCAM EX Series portfolio: the powerful, affordable new PMW-350 and PMW-320. They come equipped with the cutting-edge imaging technology of "Exmor"TM full-HD CMOS sensors and - like all XDCAM EX camcorders - they use SxSTM memory cards as the recording media. They support DVCAM format* recording, which is the de facto standard for business and industrial video production, while also maintaining legacy, facilitating migration, and opening doors to new creative possibilities with multi-camera operation, satellite transmission, and much more via the optional CBK-CE01 50-pin interface. These powerful camcorders pave the way to superior visual expression and new levels of convenience at affordable price points.
* The PMW-350 requires the option CBK-SD01 hardware key.

SxS Memory Cards Combine High Transfer Speed with High Reliability

1920 x 1080 HD Recording Using the MPEG-2 Long GOP Codec

SxS memory cards use the PCI Express interface to achieve an extremely high data transfer speed of 800 Mbps, and can resist considerable shock (1500 G) and vibration (15 G). Also, a unique Salvage function serves to restore content that is damaged by power loss or memory disconnection during recording*. In addition to the conventional SxS PROTM memory card, there is now a new member of the SxS memory card family, the SxS-1TM**. This maintains the superb usability and high-speed transfer rate of the SxS PRO card, at an affordable price. A high-capacity SBS-32G1 (32-GB) SxS-1 memory card is available.
* In some cases, images recorded just before an accident may not be restored (several seconds). No warranty is given on always achieving content restoration. ** SxS-1 memory cards support fewer re-writes than SxS PRO memory cards. Notification is given when an SxS-1 memory card approaches end of life.

XDCAM EX products record 1920 x 1080 HD images using the MPEG-2 Long GOP codec, which conforms to the MPEG-2 MP@HL compression standard. With this highly efficient codec and a large-capacity SxS memory card, XDCAM EX products record high-quality HD images for a long recording time of 140 minutes on a single 32-GB SxS memory card in SP mode. When a clip spans two cards, the transition is seamless, without any artifacts or frame loss. SxS memory cards can be hot-swapped while shooting, without interrupting the recording. This feature makes XDCAM EX products ideal for a wide variety of long-form content-production applications.
Multiple-format Recording: 1080/720 and Interlace/ Progressive Switchable Operation

Media Adaptors for Alternative Recording Media

Two optional media adaptors - the MEAD-MS01 and MEAD-SD01 - enable the use of a high-speed Memory Stick or SD memory card (respectively) as alternative recording media. 1. For information about the applicable memory device, please contact your nearest Sony office or authorized dealer. 2. Slow Motion and Salvage functions are not supported. 3. An early version of the PMW-350 requires an upgrade to use the MEADSD01. Please check with your nearest Sony office or authorized dealer.
Selectable Format and Bit Rates

XDCAM EX Series camcorders offer a wide array of recording formats for multiple content-creation applications. The recording mode is switchable between 1920 x 1080, 1280 x 720, and 1440 x 1080 resolution. The scanning system is also selectable from interlace and progressive, such as 59.94i, 50i, 59.94p, and 50p. An SxS memory card can simultaneously hold a mix of multiple files in any of these recording formats, including DVCAM files allowing flexible memory card use**.
* Images are handled on XDCAM EX camcorders as 23.98p, and recorded as 59.94i signals via 2-3 pull-down in 1440x1080/23.98p (SP) mode. ** Memory cards with material recorded by a PMW-350 or PMW-320 camcorder in HQ 1440x1080 or DVCAM mode cannot be read by the PMW-EX3 and PMW-EX30.

A choice of bit rate is offered with XDCAM EX products - either 35 Mbps (HQ mode) or 25 Mbps (SP mode) - depending on the desired picture quality and recording time.

Sony employs its considerable technical capabilities and know-how in the design of energy-efficient products. The PMW-350 is a good example of the company's camcorders in the networked HD domain. Designed to be environmentally friendly, the PMW-350 camcorder offers power consumption around 60% lower than conventional HD camcorders from Sony*, and its energy-saving design results in lower CO2 emissions.
* As compared with the HDW-700 full-HD shoulder camcorder from Sony with a 2/3-inch image sensor.
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XDCAM EX Camcorder

PMW-350 Series PMW-320 Series

PMW-350K PMW-350L

(supplied with lens) (supplied without lens)

PMW-320K PMW-320L

(supplied with lens) (supplied without lens)

Three "Exmor" Full-HD CMOS Sensors The PMW-350 and PMW-320 are equipped with three "Exmor" CMOS sensors, which deliver superior picture performance with full-HD resolution. The PMW-350 has a 2/3-inch-type image sensor, and the PMW-320 has a 1/2-inch-type image sensor. Both sensors provide an excellent sensitivity (F12 for the PMW-350 and F10 for the PMW-320), a remarkable signal-to-noise ratio (59 dB for the PMW-350 and 54dB for the PMW-320), and high horizontal resolution of 1,000 TV lines*. These high-performance sensors result in high-quality digital signals with extremely low noise. This significantly enhances shooting in low-light environments. Additionally, these large sensors can capture images with a shallower depth of field, giving users more freedom of creative expression.
* In HD-SDI, HQ 1080 mode.

Lens Package Choice (PMW-350K and PMW-320K only) The PMW-350K and PMW-320K models come equipped with an HD lens with a standard bayonet interface. This lens features unique focus operation, as described below: · The lens is equipped with two independent focus wheel mechanisms, which can be switched between Auto Focus mode and Full Manual Focus mode by sliding the focus ring itself back and forth. · The MF Assist function helps to precisely focus on the target subject when shooting in MF mode. In this mode, Auto Focus is momentarily activated when the user stops adjusting the focus ring.
Focus Zoom Iris
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								 - Congélateur armoire BEKO B3RMFNE314XB
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								 - iPhone 7 Plus - 128 Go - MPQW2ZD/A - PRODUCT RED Special Edition
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								 - Console PS4 SLIM 500Go E Noire
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								 - Coque De Protection We Pour Samsung A54 5g
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								 - Table mixte SMEG PM3743D
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								 - Hotte encastrable MIELE DA 2360

							

							
							
								907.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Passerelle Multimedia Fire Stick Tv Amazon Lite Avec Telecommande
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								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Cordon Sedea 2 Rca Femelle/ 1 Xlr Male
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								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Guirlande On.earz Petites Boules 5m Connectee
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								 - Expresso Pompe Delonghi Ec 260.bk Stilosa
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								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Lave vaisselle encastrable MIELE G 7130 SCi Inox AutoDos

							

							
							
								1669.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Volant Pour Nintendo Switch Hori Mario Kart
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			Les fichiers PDF en rapport avec le site www.sony.fr

			

		

	

	

	
					

			
				
					
				

				
					MPES-2D3D1 application Datasheet (1.2 MB) - Sony

					16/02/2012 - www.sony.fr

					2D/3D Converter MPE-200 Multi Image Processor MPES-2D3D1 2D/3D Converter Software Simulated image Over the past few years, 3D technology has made great strides, and Sony has maintained a leadership position with a broad portfolio to support stereoscopic 3D content creation. A prime example of this is Sony's Stereo Image Processor (featuring the MPE-200 Multi Image Processor with MPES-3D01 Stereo Image Processor Software) to help with the task of setting-up 3D and, depending on rig manufacture, c
				

			

			

			
				
					
				

				
					UP-DR150 - Sony

					17/11/2014 - www.sony.fr

					Imprimante � sublimation thermique UP-DR150 L'imprimante photo UP-DR150 est la plus rapide au monde dans sa catégorie*. Elle est capable d imprimer des photos de grande qualité au format 10 x 15 cm en seulement 8 secondes. Grâce � sa grande capacité en terme de volume, elle vous permet de servir un grand nombre de clients en très peu de temps, ce qui vous garantit un excellent retour sur investissement. Elle est dotée des avantages suivants : " Excellente qualité d'impression grâce � la
				

			

			

			
				
					
				

				
					Fiche produit Sony : 55/1165494364755.pdf

					16/02/2012 - www.sony.fr

					UP-CX1 Imprimante photo numérique www.sonybiz.net/digitalphotography Des impressions de qualité photo, depuis votre bureau et en quelques secondes. L imprimante UP-CX1 de Sony est conçue pour les clients les plus exigeants ; ceux qui cherchent � produire des photos de qualité pour de multiples applications. Cette imprimante compacte et économique offre des impressions photos rapides dans quatre formats � l'aide de la technologie de sublimation thermique de Sony. Les impressions de qualit�
				

			

			

			
				
					
				

				
					Fiche produit Sony : 13/1237482314413.pdf

					16/02/2012 - www.sony.fr

					SNC-DH110 Network HD Camera --- X series Compact and Affordable HD Security Camera Excellent 720p HD picture quality, supporting H.264 at 30 fps 1.3 Megapixel (1280 x 960) maximum resolution Three codecs (H.264, MPEG-4, JPEG) and a dual streaming capability 1/3.8 type progressive scan CMOS sensor incorporated to realize high image quality KEY FEATURES · Compact and stylish design for discreet surveillance solution. · Analog monitor output (AV mini jack). · Powered by PoE (Power over Ethernet)
				

			

			

			
				
					
				

				
					Communiqué de presse - Sony

					17/11/2014 - www.sony.fr

					4 3 " ! "# $ & " * ' ! ( +, - 5 % ) . /1 2 - 0 3 ' * ) !! " # $ ! ' ) 
				

			

			

			
				
					
				

				
					Consulter le Bilan des émissions de GES de Sony France

					17/11/2014 - www.sony.fr

					Février 2013 BILAN DES EMISSIONS DE GES de SONY France, succursale de SONY Europe Limited. Fall	
 � 08 ALTERNATIVE CARBONE 14 A rue verte 67560 ROSHEIM b.collet@alternativecarbone.fr www.alternativecarbone.fr 2 Bilan des émissions de GES de la société SONY France  Février 2013 SOM M AI RE Bilan des émissions de GES de la société SONY France  février 2013 1. Enjeux et objectifs p.4 2. La méthodologie proposée p. 6 3. Les résultats p. 10 4. Plan d actions de réduction des émissi
				

			

			

			
				
					
				

				
					Télécharger la brochure - Sony

					16/02/2012 - www.sony.fr

					POURQUOI CHOISIR LES CARTES SxS PROTM POUR VOTRE MATERIEL XDCAM EX ? Pour votre matériel XDCAM EX, ne faites aucun compromis et choisissez la garantie de fonctionnement en optant pour les cartes mémoire SxS PROTM. Pourquoi ? Votre matériel XDCAM EX fonctionne de façon optimale avec les cartes mémoire SxS PROTM : · · elles offrent un taux de transfert rapide de 800 Mbps, l'efficacité du workflow est ainsi améliorée les cartes SxS PROTM sont les seules cartes mémoire complètement compa
				

			

			

			
				
					
				

				
					SNC-CH120 Data Sheet (728.3 KB) - Sony

					16/02/2012 - www.sony.fr

					SNC-CH120 Network HD Camera --- E Series High-Quality 720p HD Security Camera Excellent 720p HD picture quality, supporting H.264 at 30 fps 1.3 Megapixel (1280 x 1024) maximum resolution Three codecs (H.264, MPEG-4, JPEG) and a dual streaming capability The "Exmor" CMOS sensor incorporated to realize high image quality and low noise Key Features · Easy Focus function for easy installation. · Optical Day/Night function to switch to Day or Night mode depending on the light level. · Recording so
				

			


	





	
		
			
			 
			

		

	





	
		
			
			Les vidéos

			

		

		
	





	
		
			
			 
			

		

	





	
		
			
			A découvrir

			

		

					

			
				
					
				

				
					SyncMaster F2080M / F2380M

					13/02/2012 - www.samsung.com

					SyncMaster F2080M / F2380M Applications Graphiques, bureautiques · Dalle a-si TFT/TN · Luminosité : jusqu'� 300 cd/m² · Rés. 1600x900 (20'') - 1920x1080 (23'') - Format 16:9 · Contraste static 3000:1 (100,000:1) · Angle de vision 178° /178° · Temps de réponse : 8 ms (G to G) · Entrées 2 DVI, VGA · Certification TCO 5.0 / EPEAT GOLD · Ajustable en hauteur (130mm) · Enceintes multimédia Toutes caractéristiques sont sujettes � modification sans avis préalable SyncMaster F2080M 
				

			

			

			
				
					
				

				
					Recevez 100$ par offre postale lorsque vous achetez n'importe quel ...

					21/05/2012 - www.tomtom.com

					Recevez 100$ par offre postale lorsque vous achetez n'importe quel des produits suivants: ONE · ONE 3RD EDITION · ONE XL · ONE XL*S GO 510 · GO 720 · GO 920T · GO 920 · GO 910 · RIDER Pour recevoir votre offre postale: Envoyez: · Ce formulaire remplis · L'originale ou une copie de la facture datée entre le 21 novembre 2007 et le 5 janvier 2008 · Le code CUP original de l'emballage du produit A noté: · Votre sceau de la poste doit être daté avant le 6 février 2008. · L'offre n'e
				

			

			

			
				
					
				

				
					BETRIEBSANLEITUNG DER KOCHMULDE MASSE DER ...

					20/03/2015 - docs.whirlpool.eu

					DE BETRIEBSANLEITUNG DER KOCHMULDE ETK 6640 DE FR NL INFORMATIONEN ZUM UMWELTSCHUTZ Entsorgung von Verpackungsmaterialien " 1. Automatisch regelbare Kochzone Ø 145 2. Automatisch regelbare Kochzone Ø 210 3. Automatisch regelbare Kochzone Ø 145 4. Automatisch regelbare Kochzone Ø 180 6 5. Restwärmeanzeige 7 6. Bedienknopf für die rechte hintere Kochzone 3 2 7. " " " 9. 
				

			

			

			
				
					
				

				
					PVN750

					18/06/2012 - www.smeg.fr

					PVN750 linéa SMEG ELITE Table de cuisson gaz, semi-affleurante, 74 cm, verre noir, cadre aluminium, thermocouples EAN13: 8017709140786 5 brûleurs � flamme verticale dont : Arrière gauche : 1,70 kW Arrière droit : 3,10 kW Central ultra-rapide : 5,00 kW Avant gauche : 1,05 kW Avant droit : 1,70 kW Puissance nominale gaz : 12,55 kW Plan en verre trempé Cadre en aluminium Manettes de réglage translucides Manettes rétro éclairées Sécurité visuelle de foyer allumé Grilles individuelles en 
				

			

			

			
				
					
				

				
					WD Sentinel Case Study

					11/04/2012 - www.wdc.com

					ETUDE DE CAS : FINANCES « L'accès ininterrompu � nos données où que nous soyons est une fonction très puissante, surtout quand nous sommes en déplacement. C'est comme avoir un nuage privé pour l'entreprise dans nos locaux... » James Tanner, Directeur des opérations, Saratoga Research Investment Management Un bon investissement: Une solution de stockage centralisé et privé pour entreprise. Une société d'investissement bénéficie de la sauvegarde automatique de ses ordinateurs, d'un 
				

			

			

			
				
					
				

				
					ARCHOS_communiqué FR actionnaire 5-12-08

					16/03/2012 - www.archos.com

					Communiqué de presse Igny le 5 Décembre 2008 ARCHOS Assemblée générale mixte du 23 décembre 2008 Mise � disposition des documents préparatoires Les actionnaires de la société ARCHOS sont convoqués en assemblée générale extraordinaire, le mardi 23 décembre 2008 � 17h00, dans les locaux de la société situés au 12 rue Ampère  ZI Igny  91430 Igny. ARCHOS rappelle ci-dessous l'ensemble des modalités de mise � disposition ou de consultation des documents préparatoires � ladite 
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