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			Extrait du fichier (au format texte) :

			PVM-740

Professional Video Monitor

The PVM-740 is a new type of 7.4-inch* high-resolution (960 x 540 pixel) portable monitor which incorporates an Organic Light-Emitting Diode (OLED) display panel with Sony's unique Super Top EmissionTM technology. Thanks to the nature of the OLED display panel and Sony's Super Top Emission technology, the PVM-740 offers outstanding high-contrast images Â for example, the deep black of a night scene can be accurately displayed and the black portion of an image is not raised even in a low-illumination edit suite. As the black colour is deep, peak brightness becomes higher and can brilliantly express sparkling town lights and stars in the night sky. On the other hand, the high-contrast, low-reflection capabilities of the PVM-740 achieve monitoring in bright sunlight of delicate, clearer images during outside broadcasting and field production Â performance that is difficult to achieve with CRTs and LCDs. Incorporating a 10-bit panel driver, Sony's Super Top Emission OLED display panel creates lifelike and smoother-than-ever gradation from dark to bright portions of a scene, such as in a sunrise or sunset. Also, an excellent blur-free quick response to fast motion benefits a variety of applications and scenes, e.g., sports broadcasting, monitoring of camera panning, and text scrolling. In addition to the high-purity deep colour reproduction characteristics inherent in Sony's Super Top Emission OLED display panel, two other elements Â Sony's 10-bit panel driver and ChromaTRU technologies Â work effectively to emulate the colours and gammas of CRT monitors, and to support broadcast standards (SMPTE-C, EBU, and ITU-R BT.709). Incorporating a compact, lightweight, and robust aluminum die-cast body, the PVM-740 suits many different indoor and outdoor applications. The PVM-740 is equipped with standard interface connectors Â a composite video, 3G/HD/SD-SDI, and HDMI Â which accept a variety of video signal formats from PAL/NTSC up to 1080/50p and 60p. The attraction of the PVM-740 goes beyond these qualities to also include much smarter and more convenient features and functions: DC/AC operation, a convenient control panel with luminous and assignable buttons, a camera focus function, a wave form monitor and an 8-channel audio level meter, a variety of marker setting, a native scan, and a flip function. This PVM-740 is ideal for a wide range of professional monitoring applications including use in an editing studio, outside broadcast, acquisition, field production, and even research and development.
* 188 mm viewable area, measured diagonally.

Superb Picture Performance with an Optimized Combination of Sony's Technology
The organic light-emitting diode (OLED) is a self light-emitting device. Sony's 7.4-inch high-resolution (960 x 540 pixel) Top Emission OLED display panel is designed to emit light efficiently and offers high-contrast, high-purity deep colour reproduction. Thanks to the nature of the OLED display panel and Sony's Super Top Emission technology, the PVM-740 offers superb picture performance: its deep black, in particular, is outstanding. The characteristics of high-contrast, high-purity deep colour reproduction can add impressive reality to an image. By optimally combining OLED display panel technology with 10-bit panel driver and Sony's unique ChromaTRU technologies, the PVM-740 monitor achieves superb picture quality and offers many user benefits. Deep Black and High-contrast
A feature of the OLED display panel is that it does not emit light when no electric current is applied or when a black signal is received. In this way, the deep black of a night scene can be accurately displayed and the black portion of an image is not raised even in a low-illumination edit suite. As the black colour is deep, peak brightness becomes higher and can brilliantly express sparkling town lights and stars in the night sky. On the other hand, the high-contrast, low-reflection capabilities achieve monitoring in bright sunlight of delicate, clearer images during outside broadcasting and field production Â performance that is difficult to achieve with CRTs and LCDs. Incorporating a 10-bit panel driver, Sony's Super Top Emission OLED display panel creates lifelike and smoother-than-ever gradation from dark to bright portions of a scene such as in a sunrise or sunset.

High-purity Deep Colour Reproduction
Sony's micro-cavity structure using an optical resonance effect reduces unnecessary ingredients and enhances the colour purity of each RGB colour. And, in this structure, each RGB colour filter has further functions to reduce unnecessary colour ingredients. Thanks to the combination of Sony's micro-cavity structure and the RGB colour filters of the Super Top Emission OLED panel, colour purity is dramatically enhanced and stunning deep colour can be reproduced. This combination is also effective in reducing ambient light reflection, and consequently deep colour reproduction can be achieved without colour degradation, particularly in bright environments.

Quick Response with Blur-free Motion
Because the OLED electroluminescent layer inherently responds to any electrical current input, it emits light immediately. By this mechanism, excellent quick response characteristics can be achieved in fast-motion images. This efficient blur-free, fast response benefits a variety of applications and scenes, e.g., in sports broadcasting, monitoring of camera panning, and text scrolling.

Extremely High Peak Brightness
Sony's Super Top Emission structure takes emitted light from the other side of the TFT circuit without limiting the circuit's aperture ratio. This method offers more efficient light emission. In addition, Sony's Super Top Emission is a micro-cavity structure and incorporates colour filters. The micro-cavity structure improves efficiency and increases the brightness of emitted light. Unlike a LCD, but similar to a CRT, the peak brightness is higher than that of an all-white image, and yet the black is deep. In this way, Sony's OLED display panel achieves extremely high peak brightness and can clearly display brilliant, sparkling images, giving reality to image texture.

Agile Motion in Low-temperature Climate
As Sony's OLED electroluminescent layer is a solid type of layer, performance is maintained in any climate, and the speed of response is unaffected by low temperatures*.
*Operating temperature: 0Â°C to 40Â°C (32Â°F to 104Â°F) Operating humidity: 30% to 85% (no condensation)
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Sony's Super Top Emission (STE) Technology Offers Efficient Light Emission
The typical structure of an OLED display panel is a bottom emission structure. This type of structure employs a metal cathode and a chemical desiccant to protect the OLED layer from air and water. It takes light emission from the TFT layer and, due to the structural limitation of the TFT layer's aperture ratio, the amount of light emission is restricted. Sony's Super Top Emission takes light-emission from the other side of the TFT layer. This top emission structure offers more Top Emission Structure
Glass Substrate Colour Filter Semi-transparent Cathode Anode Emission Layer Cathode Transparent Anode

efficient light emission than a bottom emission structure, and consequently achieves higher brightness.

Bottom Emission Structure

TFT Glass Substrate

Sony's Micro-cavity Structure Enhances Colour Purity
Sony's Super Top Emission technology is a micro-cavity structure and incorporates colour filters. Each RGB colour has a different wavelength. Sony's micro-cavity structure provides different emission layer thicknesses corresponding to the

wavelength of each RGB colour. The micro-cavity structure uses an optical resonance effect to enhance colour purity and improve light-emission efficiency. In addition, the colour filter of each RGB also enhances the colour purity of emitted light, and reduces ambient light reflection.
Micro-cavity Structure with Colour lters Micro-cavity Structure only No Micro-cavity Structure

Green Light Emitting Spectrum Optical Resonance (Multiple Re ection Interference Effect)
Intensity(A.U.) 1.2 1.0 0.8 0.6 0.4 0.2 0.0 400 500 600 700 Wavelength(nm) 800 With cavity Without cavity Reduces unnecessary optical ingredients
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								 - Multicuiseur Moulinex Cookeo 180 Recettes Rouge Ce85b510

							

							
							
								197.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Lave linge sÃ©chant hublot LG F214WT8GRBE Washtower

							

							
							
								2099.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Micro ondes encastrable SAMSUNG MS22M8274AM

							

							
							
								364.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - iPhone 7 - 128 Go - Argent

							

							
							
								151.81 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - RÃ©frigÃ©rateur 1 porte encastrable SMEG S4L090F

							

							
							
								659.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Plat au four PEUGEOT rectangulaire 25 cm Ecru

							

							
							
								27.45 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - RÃ©frigÃ©rateur 1 porte encastrable MIELE K 7733 E

							

							
							
								1485.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Chambre Ã€ Air Tnb Pour Trottinette 10"

							

							
							
								10.96 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Tiroir Chauffant SMEG CPRT115G

							

							
							
								799.00 €
							

							
							
								 Voir le produit
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								 - Lave vaisselle 60 cm WHIRLPOOL WFO3T133P6.5X 6Ã¨me SENS

							

							
							
								679.00 € 549.00 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Ampoule connectÃ©e PHILIPS HUE White E14 SphÃ©rique

							

							
							
								19.99 €
							

							
							
								 Voir le produit
							

						
						
						
							
							
							
								
							

							
							
								 - Multiprise Tnb 2 En 1 Blanc

							

							
							
								19.94 €
							

							
							
								 Voir le produit
							

						

				

			

		

	





	
		
			
			Les fichiers PDF en rapport avec le site www.sony.fr

			

		

	

	

	
					

			
				
					
				

				
					SNC-DH120T Data Sheet (600.2 KB) - Sony

					16/02/2012 - www.sony.fr

					SNC-DH120T Network HD Camera--E series Vandal-Resistant 720p HD Security Camera Excellent 720p HD picture quality, supporting H.264 at 30 fps 1.3 Megapixel (1280 x 1024) maximum resolution Three codecs (H.264, MPEG-4, JPEG) and a dual streaming capability The "Exmor" CMOS sensor incorporated to realize high image quality and low noise Key Features Â· IK10-rated vandal-resistant feature to protect the camera from destructive behaviors. Â· Easy Focus/Easy Zoom functions for easy installation. Â· O
				

			

			

			
				
					
				

				
					Fiche produit Sony : 63/1237483271863.pdf

					16/02/2012 - www.sony.fr

					Gamme de projecteurs Home CinÃ©ma SXRDTM Le cinÃ©ma arrive chez vous en Full HD et en 3D 2 GAMME DE PROJECTEURS HOME CINEMA 2-3 4-5 6-9 10-11 12-13 14 15 16-17 18-19 20-21 22-23 Introduction SXRD 3D Optimisation de l'image et des couleurs CaractÃ©ristiques innovantes VPL-HW20 VPL-HW30ES VPL-VW95ES ConnectivitÃ© Glossaire technique SpÃ©cifications techniques Le cinÃ©ma Regardez vos films prÃ©fÃ©rÃ©s chez vous en bÃ©nÃ©ficiant de tout le rÃ©alisme de la qualitÃ© cinÃ©ma. Vivez une expÃ©rience cin
				

			

			

			
				
					
				

				
					Fiche produit Sony : 13/1237482198813.pdf

					16/02/2012 - www.sony.fr

					4-291-777-11 (1) Screen Management System Projectionist Terminal User's Guide Software Version 2.20 Â© 2011 Sony Corporation NOTICE TO USERS Program Â© 2009 / Documentation Â© 2009 Sony Corporation All rights reserved. This manual or the software described herein, in whole or in part, may not be reproduced, translated or reduced to any machine readable form without prior written approval from Sony Corporation. SRX Controller The SRX Controller application exercises direct control over the proje
				

			

			

			
				
					
				

				
					Fiche produit Sony : 52/1202990777052.pdf

					16/02/2012 - www.sony.fr

					SNC-RZ50P CamÃ©ra rÃ©seau www.sonybiz.net/nvm SNC-RZ50P Avec son design compact et ses nombreuses fonctionnalitÃ©s, la camÃ©ra SNC-RZ50P est l'outil idÃ©al dans un grand nombre d'applications de vidÃ©osurveillance La SNC-RZ50P est le dernier nÃ© de la sÃ©rie de camÃ©ras rÃ©seau Sony intÃ©grant une technologie avancÃ©e de traitement de l'image afin d'offrir trois formats de compression : JPEG, MPEG-4 et H.264. Les utilisateurs peuvent ainsi choisir le format le mieux adaptÃ© Ã leurs besoins et Ã
				

			

			

			
				
					
				

				
					Fiche produit Sony : 97/1225983691797.pdf

					16/02/2012 - www.sony.fr

					CARBON FOOTPRINT CALCULATOR Our Environmental Responsibility Sony is determined to minimise the environmental impact of business on the planet. As a voluntary WWF Climate Saver Partner, we do everything we can to ensure our own operations from design and manufacture to packaging and distribution are as `eco friendly' as possible while helping others reduce their carbon emissions. Â· Product - We strive to design and produce environmentally responsible products with higher energy efficiency using
				

			

			

			
				
					
				

				
					HXR-NX5E CamÃ©scope NXCAM (1.1 MB) - Sony

					16/02/2012 - www.sony.fr

					CamÃ©scope HD numÃ©rique. HXR-NX5E CamÃ©scope NXCAM www.pro.sony.eu/nxcam LibÃ©rez votre crÃ©ativitÃ© avec le premier camÃ©scope AVCHD de Sony. HXR-NX5E CamÃ©scope NXCAM Fonctions avancÃ©es de la camÃ©ra Premier camÃ©scope professionnel AVCHD de Sony, le HXRNX5E redÃ©finit la performance et les fonctions qui Ã©taient jusqu'Ã maintenant attendues de l'acquisition dÃ©matÃ©rialisÃ©e d'entrÃ©e de gamme. Le HXR-NX5E enregistre des images 1920x1080 de qualitÃ© remarquable Ã 24 Mbps (50i ou 25p), et a
				

			

			

			
				
					
				

				
					Fiche produit Sony : 23/1162801678823.pdf

					16/02/2012 - www.sony.fr

					Au cinÃ©ma le 22 novembre EQUIPEZ-VOUS COMME JAMES BOND Du 10 novembre au 31 dÃ©cembre 2006 Recevez la mallette numÃ©rotÃ©e 20 doubles DVD James Bond en version remasterisÃ©e(1) pour l'achat d'un meuble Home Cinema amplifiÃ© RHT-G1000 + 1 (2) (1) Voir modalitÃ©s de l'offre au dos. (2) Offre non cumulable avec toute autre offre sur le meuble Home Cinema amplifiÃ© RHT-G1000. Casino Royale Â© 2006 Danjac, LLC, United Artists Corporation, Columbia Pictures Industries, Inc. Logo pistolet 007 et autre
				

			

			

			
				
					
				

				
					Fiche produit Sony : 07/1165494364807.pdf

					16/02/2012 - www.sony.fr

					PCS-HG90 PRESENTATION Le PCS-HG90 fait entrer les communications visuelles dans une nouvelle Ã¨re. GrÃ¢ce Ã ce systÃ¨me et Ã sa fonction MCU intÃ©grÃ©e, une communication en haute dÃ©Ã»nition Full duplex peut Ãªtre Ã©tablie en temps rÃ©el entre 4 sites. Le PCS-HG90 prend en charge le format de compression H.264 permettant des connexions jusqu Ã 8 Mbits/s sur des rÃ©seaux IP. Produisant une vidÃ©o haute dÃ©Ã»nition d'une rÃ©solution de 1280 x 720 Ã 30P et 60P ainsi qu'une audio stÃ©rÃ©o Ã larg
				

			


	





	
		
			
			 
			

		

	





	
		
			
			Les vidÃ©os

			

		

		
	





	
		
			
			 
			

		

	





	
		
			
			A dÃ©couvrir

			

		

					

			
				
					
				

				
					Logitech HD 200a Powerline Starter Kit Logitech HD 200 ...

					05/12/2014 - www.logitech.com

					Logitech HD 200a Powerline Starter Kit Logitech HD 200 Powerline Adapter System Requirements & Support Guide System Support Guide Contents System Requirements . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 System Requirements Product Information . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 An Ethernet device with an RJ45 jack is required for installation. Contact Us . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
				

			

			

			
				
					
				

				
					P120 Product Data Sheet Rev 1.0 - Seagate

					14/04/2017 - www.seagate.com

					T166 Series CAPACITY 1 MODEL 8MB 80GB 160GB 320GB 500GB HD080GJ HD160HJ HD320KJ HD321KJ HD500LJ HD501LJ 16MB FEATURES " " " " " " " " " " " ENVIRONMENTAL SPECIFICATIONS Temperature Operating 0 ~ 60 Â°C Non-operating -40 ~ 70 Â°C Thermal Gradient (max.) 20Â°C/hr Humidity (non-condensing) Operating 5 ~ 90 % Non-operating 5 ~ 95 % 
				

			

			

			
				
					
				

				
					Remboursement - Brother

					10/06/2016 - www.brother.fr

					DU 1er DÃ‰CEMBRE 2015 AU 29 FÃ‰VRIER 2016 Souriez c est l hiver ! 80 Â¬ Jusqu Ã REMBOURSÃ‰S (1) Gamme 3 LASER COULEUR ANS DE GARANTIE OFFERTS (1) Gamme LASER MONOCHROME Gamme JET D ENCRE MFC-J4620DW (1) Voir conditions de l offre au dos HL-3150CDW MFC-9330CDW DCP-1512A " HL-L2340DW " HL-L2360DN DCP-L2500D " DCP-L2520DW " MFC-L2720DW SÃ‰LECTIONNEZ VOTRE ACHAT Jet d encre Laser Couleur 
				

			

			

			
				
					
				

				
					Electrolux Appareils Industriels

					16/04/2012 - tools.professional.electrolux.com

					Electrolux Appareils Industriels Cuiseur universel - 1 cuve 380 L La gamme comprend 3 modÃ¨les Ã gaz, Ã vapeur et Ã©lectriques avec 1 cuve de 400 litres et 2 paniers Ã basculement automatique. Cet appareil est l'idÃ©al pour la cuisson Ã l'eau de pÃ¢tes, riz, soupes, lÃ©gumes, viandes bouilles, etc. 291132 FABRICATION Â· Habillage extÃ©rieur et structure porteuse en inox AISI 304. Cuve en inox AISI 316 avec angles arrondis et tube de trop-plein. Chambre de combustion en inox AISI 309 (version Ã g
				

			

			

			
				
					
				

				
					SCP112SG8

					05/07/2012 - www.smeg.fr

					SCP112SG8 linÃ©a Four Ã©lectronique multifonction, pyrolyse, porte froide, 60 cm, gris miroir, chaleur tournante Classe Ã©nergÃ©tique A EAN13: 8017709132507 20% d'Ã©nergie en moins par rapport Ã la Classe A 12 fonctions (dont 2 de nettoyage pyrolyse) 9 recettes prÃ©programmÃ©es et 3 mÃ©moires Manettes de commande rÃ©tro Ã©clairÃ©es Programmateur Ã©lectronique : dÃ©part diffÃ©rÃ© 24 h (dÃ©part automatique) fin de cuisson avec signal sonore (le four s'arrÃªte automatiquement) 2 afficheurs digitaux
				

			

			

			
				
					
				

				
					Fiche produit - Thomson

					15/12/2016 - www.thomsontv.fr

					LCD TV 16/9 26HR3022 SpÃ©cifications clÃ©s du 26HR3022 RÃ©solution: 1366 x 768 Technologie d amÃ©lioration d image: Pure Image - Intelligent HD Engine LuminositÃ©: 450 cd/m 2 Contraste dynamique: 25 000:1 Son: StÃ©rÃ©o Nicam: 2 x 3 w Tuner (dÃ©codeur): TNT (MPEG-2), analogique Connectique numÃ©rique: 2 HDMI - CEC, 1 YPrPb PÃ©ritel: 1 EntrÃ©e PC VGA: 1 LCD TV 16/9 26HR3022 MARQUE Marque THOMSON Mise en veille automatique Menu sur Ã©cran Menu: langues IMAGE Oui Oui Bulgare\TchÃ¨que\Danois\Allem
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